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CPC SouthWest Materials, Inc.
Air Quality Permit # 1002

Summary

This operating permit is the second S-year air quality permit issued to CPC SouthWest Materials, Inc., the
Permittee, for their wash plant, concrete batch plants and emergency generators. This facility is a Class II,
synthetic minor, stationary source. The synthetic minor provision is for nitrogen oxide and particulate matter, the
facility is a true minor for all other criteria pollutants.

The wash plant utilizes a 375 ton per hour crusher which subjects the majority of the wash plant to NSPS 40 CFR
60 - Subpart OOO: Non-Metallic Mineral Processing Plants,. No MACT standards are applicable to any
operations at the facility.

CPC SouthWest Materials, Inc., is a large facility with operations of various SIC Codes, some of which do not
constitute support facilities of another. The Specific Conditions of this permit cover a wash plant, two concrete
batch plants and numerous generators used to prowde emergency: powe: to the plants in the event of a loss of
commetrcial power. S

The following emission rates are for Ieference purposes oniy and are not mtended to be enforced by direct
measurement unless otherWJSe noted in Attachment 2 Of the Spec1ﬁc Conditions..

-7 Controlled Emissions (Tons/yr)
CO ._SOX PMy, VOC HAPs -

Wash Plant, i bbb s
) Concrete Batch Plants o] 831 179 19512491 .66 | <10
(Numeious) Generato:s i 1 5 B E e A




II.

Applicability

CPC SouthWest Materials, Inc,
Air Quality Permit # 1602

Specific Conditions
[References are to Title 17 of the Pima County Cede unless otherwise noted]

The facility covered by the Specific Conditions constitutes a Class I, Synthetic Minor Source based on
8760 hours per year of operation and considering emissions from other emission units of the same SIC Code
at this facility. The facility is a synthetic minor for NOx and PM,q and a true minor for all other polluants.
The Specific Conditions address the following categories of equipment:

A. NSPS Affected Facility
[Wash Plant Only}]

B. Non NSPS Affected Facilities
[Concrete Batch Plants and Diesel Fired Stat__ionary.Rotati_ng Machinery]

C. Facility Wide Operations

Emission Limits & Stanglai’ds e ' ' - S S : [PCC 17.12.185.A.2)

A. NSPS Affected Fac'iiities

Unless otherwise. stated the prowsmns of this section are applicable 1o each NSPS affected equipment
identified in TabIe lof Attachment 2 and then assomated fr ansfel pomts

1.  Opacity Standatds

a,

Verttcal Shaft Impact (V SI) C1ushe1

The Pe1 mlttee shali not cause to be dlscharged into the atmosphete, from any cwshel at which

a captme system is not used fugitive emissions which exhlblt greater than 15 percent opacity.
N .7 [40 CFR 60.672 ()]

[Fedel ally Enfm ceable Condition]
Transfer Poihté . SN .

The Permittee shall not cause to be discharged into the atmosphere, from any transfer point on
belt conveyors or from any other affected facility any fugitive emissions which exhibit greater
than 10 percent opacity. Truck dumping of nonmetallic minerals into any screening operation,
feed hopper, or crusher is exempt from the requirements of this section.  [40 CFR 60.672 (b) & (d)]

[Federally Enforceable Condition]

Screening Operations

The Permittee shall not cause any visible emissions to be discharged into the atmosphere from
wet screening operations and subsequent screening operations, bucket elevators, and belt
conveyors that process saturated material in the production line up to the next crusher,
grinding mill or storage bin. (40 CFR 60.672()(13]

[Federally Enforceable Condition]




Pollution Control Practice

At all times, including periods of startup, shutdown, and malfunction, the Permittee shall, to the
extent practicable, maintain and operate any affected facility in a manner consistent with good air
pollution control practice for minimizing emissions, [40 CFR 60.11(d)]

[Federally Enforceable Condition]

B. Non NSPS Affected Facilities:

1.

Congcrete Batch Plant [Table 2, Attachment 2]

The Permittee shall install and operate baghouses on all pneumatically loaded silos according to
manufacturer ] recommendatrons and specifications. {PCC 17.12.190.8]

[Federally Enforceable & Material Permit Condition]
Diesel-Fired Stationary Rotating Machinery

The provisions of this section are applicable to the affected equipment identified in Table 3,
Attachment 2 of the Speclfic COIldlthIlS :

a.  Operational Hour errta’uon r:.ff_.

The Permlttee shali not operate the generator(s) f01 more than 4000 homs on a rolling twelve
{12) month total basrs o - [PCC 17.12.190.B]
o : {Fedel ally Enforceable Condition]

b. Opelatlonai I—Eorsepewer Lzmrtatron 7

The sum of the brake horsepow :

) tors operated at the facility shall
not exceed 1340 hp S

§  [PCC 17.12.190.8]
'[Federally Enfe: ceable Condition]

c. Opacrty Standard

i. The Permlttee shaﬂ not cause, allow, or pelmlt tob emrtted 1nt0 the atmospheie from any
statlonary ‘rotating machinery, smoke for any per iod greater than ten consecutive seconds
that exceeds 40 percent opacity. Visible emissions when starting cold equipment shall be
exempt ﬁom this requuement for the fir st ten mmutes St L {PCC 17.16.340.E]

ii. The Pe;mlttee shal] not ¢ cause or. pemut the efﬂuen{ ﬁom the generator to have an average
optical density equai to or greater than 60 percent when & cold diesel engine is started or
when a diesel engine ‘is ~accelerated under load as measured in accordance with EPA
Reference Method 9, Appendix Ain 40 CFR60. [FCC 17.16.040]

d. Fuel Limitation
The Permittee shall burn only low sulfur fuel in the generators (fuel oil containing <0.90

percent by weight of sulfur), [PCC 17.16.340.H}
- [Material Permit Condition]




C. Facility-Wide Operations

1.

Particulate Matter Standard

The Permittee shall not cause, suffer, allow, or permit crushing, screening, handling, transporting
or conveying of materials or other operations likely to result in significant amounts of airborne dust
without taking reasonable precautions, such as the use of spray bars, wetting agents, dust
suppressants, covering the load, and hoods to prevent excessive amounts of particulate matter from
becoming airborne. [PCC 17.16.100.A]

: [Material Permit Condition]

Opacity Standard

Except as otherwise provided in the Specific Conditions, the opacity of all plumes and effluents
from all non-point sources shall not exceed 20 percent as determined by EPA Reference Method 9,
Appendix A in 40 CFR 60. o . IPCC 17.16.050.B]

Visibility Limiting Standard A i

a. The Permittee shall not cause, suffer, allow or pertnit opelatiens or activities likely to result in
excessive amounts of airborne dust without taking reasonable precautlons to prevent excessive
amounts of pamculate matte1 from becommg a11bome i ey [PCC 17.16.050.A]

b. The Permlttee shall not cause, suffe1 allow, or perm1t dxffusmn of. v151ble emlssmns including
fugitive. dust ‘beyond the property boundary line within which the emissions become airborne,
without taking reasonably necessary and feasible precautions to cont_rol generation of airborne
particulate matter. Sources may be lequued to cease temporarlly th' ctlv1ty of operation
which ‘is causing or contubutmg to the cmissjons untll;; o necessary and feasible
p1ecaut10ns are taken S {PCC 17.16.050.D]

¢. The pr0v1310ns of HC 3a and b of ‘the Spemﬁc Condltions 0 not apply when natmally
induced wind speed exceed (25) mi ?per hour as estlmated bya cemﬁed v181b]e emissions
evaluat01 using the Beaufoit Scale ind-Speed equwalents or as.: 1eco:ded by a U.S.
weathér Bureau Statton oraU. S, government military mstallatlon ThIs exceptlon does not
apply it conttol measures have not been taken or were not commensurate with the size or
scope of the emission source. . - . : : S5 IPCC 17.16.050.D.2]

d. The provisions of ILC.3 of the Speczﬁo COHdlthﬂS shall. not apply to the generation of
par ticular matier’ ﬁom undlsttubed Iand ' [PCC 17.16.050.D.3]

Fugitive Dust Emission Stand_a_rds ) -

a, The Permiftee is responsible for e()ntl'ei'I'ir'l'g"Windb:Iei{fn dust, dust from haul roads, and dust
emitted form land clearing, earthmoving, demolition, trenching, blasting, road construction,
mining, racing event, and other activities, as applicable. [PCC 17.16.060.4]

i.  Until the area becomes permanently stabilized by paving, landscaping or otherwise, dust
emissions shall be controlled by applying adequate amounts of water, chemical stabilizer,
or other effective dust suppressant. [PCC 17.16.060.A.1]

ii.  The Permittee shall not leave land in such a state that fugitive dust emissions (including
windblown dust or dust caused by vehicular traffic on the area) would violate 11.D.2 and
I1.D.3 of the Specific Conditions. [PCC 17.16.060.A.2]




Dust emissions from the transportation of materials shall be effectively controlled by covering
stock loads in open-bodied trucks, limiting vehicular speeds, or other equivalently effective
controls, [PCC 17.16.100.C]

The Permittee shall not cause, suffer, allow, or permit organic or inorganic dust producing
material to be stacked, piled or otherwise stored without taking reasonable precautions such as
chemical stabilization, wetting, or covering to prevent excessive amounts of particulate matter
from becoming airborne. [PCC 17.16.110.A]

The Permittee shall not shall cause, suffer, allow, or permit a building or its appurtenances, or
a building or subdivision site, or a driveway, or a parking area, or a vacant lot or sales lot, or
an urban or suburban open area to be constructed, used, altered, repaired, demolished, cleared,
or leveled, or the earth to be moved or excavated, without taking reasonable precautions to
limit excessive amounts of particulate matter from becoming airborne. Dust and other types
of air contaminants shall be kept to a minimum by good modern practices such as using an
approved dust suppressant or adhesive soil stabilizer, paving, covering, landscaping,
continuous wetting, detouring, barring access, or other acceptable means. [PCC 17.16.080.A]

No vacant lot, housing plot, building site, parking area, sales lot, playground, livestock
feedlot, or other open area < other than those used solely for soil-cultivation or vegetative
crop-producing and harvestmg agricultural purposes - shall be used or left in such a state after
construction, alteration, clearing, leveling, of excavation that naturally induced wind blowing
over the area causes a‘violation of ILC2 and ILC:3 ‘of the. Spec:lﬁc Conditions. Dust
emissions must  be ;perm mently . suppressed by }andscapmg, covermg w1th gravel or
vegetation, pavmg of: "_plymg equlvalently effective contmls : L [PCC 17.16.080.B]

No vacant lot pa1 mg area, sales lot, or other open urban areg shall be used by motm vehicles
in such a mannér-that v151ble dust emissions induced by vehlcular ttafﬁc on the area cause a
v101at10n of ILC. 2 and II C.3 of the Sp ific Condltxons ' [PCC 17.16.080.C]
No petson sha]i _c;ause suffel allov
a roadway or alley without takmg
paﬂmulate matter: from _becoming an‘bo €.
minimum by empioymg tempmaly ng,:
other Ieasonable means. : A

mif | the use, Lepa1r consn uctlon or. 1ec0nst1uct10n of
_able precautions to plevent excessive amounts of
‘Dust ‘and other particulates shall be kept to a
dust suppressants \vettmg down, detouzmg or by
: . : {PCC]?]G 090.A]

Dust emissions from the construction phase of a new road must be mmumzed by applying the
same measmes specnﬁed in ILC.4.1. of the Speczﬁc Condltlons S {PCC17.16.090.8]

No new unpaved selwce 1__ad or unpaved haui 10ad shail be constr ucted unless dust will be
suppressed after construction by _riteimlttently watering, hmltmg access, or applying chemical
dust suppressants to the 10a;_i in such a way that visible dust emissions caused by vehicular
traffic on the road do not violate II.C.4 of the Specific Conditions. [PCC 17.16.090.D]

No new road other than a private driveway shall be constructed unless the paving
specifications are those defined by, or equivalent to those of, the planning department and/or
highway department of the jurisdictional agency. [PCC 17.16.090.E]

The surfacing of roadways with asbestos tailings is prohibited. [PCC 17.16.090.F]




I.  No person shall cause, suffer, allow or permit transportation of materials likely to give rise to
airtborme dust without taking reasonable precautions, such as wetting, applying dust
suppressants, or covering the load, to prevent particulate matter from becoming airborne.
Earth or other material that is deposited by trucking or earth moving equipment shall be
removed from paved streets by the person responsible for such deposits. [PCC 17.16.090.G]

5. Circumvention/Concealment of Emissions

a. The Permittee shall not build, erect, instali, or use any article, machine, equipment or process,
the use of which conceals an emission which would otherwise constitute a violation of an
applicable standard. Such concealment includes, but is not limited to, the use of gaseous
diluents to achieve compliance with an opacity standard or with a standard which is based on

the concentration of a pollutant in the gases discharged to the atmosphere;
: [40 CFR 60.12 & PCC 17.20.040.1]

[Federally Enforceable Condition]

b. Concealment shall also include: Operating the machine, equipment or process in a piecemeal
fashion to avoid compliance thh a standard that would otherwise apply to the source on the
basis of its size; and T T [PCC 17.20.040.2]

¢. Operating in a mannel unden conditions 01 dunng such tunes that emissions cannot be
observed. . : E [PCC 17.20,040.3]

6. If more than one emxssxon hmlt or. emission standard is apphcable to the same source, the more
stringent standazd oz_emlssmn lnmt shall apply. : : [PCC 17.16.610]

UL PCC17.12.185.A43]

A. NSPS Affected i?acinties |

The pzovasmns of this sectlon':ale applicable to eacl

SPS affected eqtﬁﬁment__ Identlﬁedm Table I of
Attachment 2 and the soczated tiansfei . SO

1. Vertical Shaft Impact v SI) C1 usher

To assure compllance with the opacuy limitation in ILA. I a of the Spec;fic Conditions, the
Permittee shall check, at least once a day, fugitlve emissions from any crusher, at which a capture
system is not used. If this check shows visible emissions- greater than 15 percent opacity, then the
Permittee shall use the plocedures of EPA Reference Method 9, Appendix A in 40 CFR 60 visible
emissions observations to measure opaczty for thls requnement ] R [PCC 17.12.045}

2. Transfer Points

To assure compliance with the opacity limitation in ILA.1.b of the Specific Conditions, the
Permittee shall check fugitive emissions, at least once a day, from any transfer point on belt
conveyors or from any other affected facility. If this check shows visible emissions greater than 10
percent opacity, then the Permittee shall use the procedures of EPA Reference Method 9, Appendix

A in 40 CFR 60 visible emissions observations fo measure opacity for this requirement,
{PCC 17.12.045]




Screening Operations

To assure compliance with the visibility limitation in ILLA.l.c of the Specific Conditions the
Permittee shall check emissions from wet screening operations and subsequent screening
operations, bucket elevators, and belt conveyors that process saturated material in the production
line up to the next crusher, grinding mill or storage bin at least once a day. If this check shows any
visible emissions, then the Permittee shall record and report this as an excess emission and a permit
deviation.

B. Non NSPS Affected Facility

L.

- Concrete Batch Plant

The provision of this section is applicable to the affected equipment and their associated transfer
points identified in Table 2, Attachment 2 of the Specific Conditions.

The Permittee shall perform weekly checks of the air pollution control equipment (baghouses) to
ensure that they are maintained and operated acco1d1ng to the manufactul er’s specifications.

Diesel-Fired Statmnaly Rotatmg Machmery

a. The Pelmltt_ all demonstrate compliance with “the Operational . Hour Limitation
requirements in I11.B.2.a of the Spemﬁc Condltlons by 1ecordmg (w1thm 5 days of the end of
each mpnﬂ_;) i _foliowmg [PCC 17.12.190.8]

SRS [Fede1 ally Enfm ceable Conditions]

i. :A zecord of aIl geneiatox umt kept. on-51te Wthh mcludes (f01 each umt) a description,
_the maximum 1ated hcnsepow t and the dates each part1cu1a1 umt was bxought on site and
'removed f om 51te ' : : . '

ii. Mont‘niy totais of the engme-ho_ s of opel atlon for each generator

iii. Yeady totals of the engme—homs of operation for each geneaatm for the most recent 12-
consecutive month period. These shall be kept by adding the totals from HILB.2.a.ii of
the Speclﬁc COIldlthIlS to the recmd of the pr ev1ous 11 consecutive.months,

b. The Permittee shall demonstiate comphance w1th the Ope;at;onai Horsepower Limitation
requirements in 11.B.2.b of the Specific Conditions by recording (within 5 days of the end of
each month) the sum of the brake horsepower of all emergency electric power gencrators
operated at the facility in the previous month, [PCC 17.12.190.B]

[Federally Enforceable Conditions]

c.  Operation

To assure compliance with the opacity limitation in 11.B.2.c of the Specific Conditions the
Permittee shall conduct a visible emissions check on the exhaust stack of each generator at
least quarterly while the generator is operating. For the purposes of this section, a visible
emission check is verification that abnormal emissions are not present at the generator stack.




d. TFuel Limitation

In order to demonstrate compliance with the fuel limitation required in IL.B.2.d of the Specific
Conditions, the Permittee shall maintain records of fuel supplier specifications which verify
the fuel and sulfur content of the fuel, as delivered. All records shall be maintained for five
years.

C. Facility-Wide Operations

Opacity

1.

IV. Recordkeeping Reqinirement_s

A. NSPS Affected Facilities ~

To assure compliance with the opacity limitation in ILC.2 of the Specific Conditions, the Permittee
shall check, at least once per week, fugitive emissions from all non-point sources. If this check
shows visible emissions that appear greater than 20 percent opacity, then the Permittee shall, if
practicable, use the procedures of EPA Reference Method 9, Appendix A in 40 CFR 60 visible
emissions observations to measure opacity for this requirement.

To assure compliance with the opacity limitation in TL.C.3 of the Speelﬁc Conditions, the Permittee
shall check the emission pomts at least once each day when the air pollution control equipment is
operating. If the observer sees a plume. that;” on ‘an instantanéous- basis, appears to exceed 20
percent, then the Permittee shall use EPA Reference Method 9, Appenchx A in 40 CFR 60 visible
emissions obsewat;ons to measure opacity for this requnement : .‘

To assure comphance with the fuglttve dust emission standards in H C.4 of the Spec1ﬁc Conditions,

the Permittee shall check fugitive dust emissions at Jeast once each day. If the observer sees a

plume that,-on an mstantaneous basis, appears to exceed 20 percent then the Permittee shall use

EPA Reference Method 9, Appendlx A in 40 CFR 60 visible émissions observations to measure

opacity for this 1equ11ement and take necessaly steps to comply With 1L C4 of the Specific
OIldlthIlS : : : I Lo

H

[PCC 17.12.185.A4]

The provisions of thls sectlon are apphcable to each NSPS affected equipment 1dent1ﬁed in Table I of
Attachment 2 and then assoczated transfe1 points, S .

1.

The Permittee shaIi 1ec01d ali observattons made under opacity and visibility monitoring checks
described in ITLA.1, ITLA.2 and TILA,3 of the Spemﬁc Conditions. The Permittee shall record the
date and time of the check, the name of the person conducting the check, the results of the check,
and a description of the corrective actlons taken (1f 1equued) “If no visible emissions are observed,
the record shall reflect this.

All fugitive emissions of 10 percent opacity or more from any transfer point on belt conveyors or
from any other affected facility shall be recorded and reported as an excess emission and a permit
deviation.

All/Any emissions from wet screening operations and subsequent screening operations, bucket
elevators, and belt conveyors that process saturated material in the production line up to the next
crusher, grinding mill or storage bin, at which a capture system is not used, shall be recorded and
reported as an excess emission and a permit deviation.

10




B. Non NSPS Affected Facility
1. Concrete Batch Plant

The Permittee shall maintain records of the weekly baghouse examinations in a log including the
date of the check, the name of the operator making the check, the condition of the bags, and any
repairs or replacements made. Upon request, the Permittee shall furnish to the Control Officer
copies of the manufacturet’s specifications to support correct maintenance and operational
procedures.

2. Diesel-Fired Stationary Rotating Machinery

a. The Permittee shall maintain all records of the Operational Hour and Operational Horsepower
monitoring made in IIL.B.2.a and IILB.2.b of the Specific Conditions. All records shall be
maintained for at least five years. : _ [PCC 17.24.020]

b. The Permittee shall record all observations made in accordance with the opacity monitoring
requirements described in III.B.2.b of the Specific Conditions. If no visible emissions are
_observed, the record shall state the fact. If visible emissions are observed the Permittee shall
record any corrective ‘actions taken, - The [inspection record shall include the date, the process
being checked, the name of ‘the ‘pe i check, and-the results of the check
(mciudmg any mdlcatlons of any opelatl i or mamtenance \ qmred)

c. Inorderto demon“ comphance wnth the fuel llrmtatlon requued in H B 2.c of the Specific
Cond1t101}13 the Permittee shall maintain records of fuel supplier speczﬂcatlons which verify
tent of the fuel, piped and/or as dehve1 ed.

C. TFacility-Wide Operations

1. Opamty Recoads 4

[PCC 17.12. 185 A3 &4
a. The daté hnd time of such an inspection'

b. The name of the inspector and the results of.the mspeotlon mdicatmg 1f abnormal emissions
were noted and, If 801 :

Test - by someone cér tzﬁed in EPA Refeience Method 9),

ii. the corrective actions taken; and

fii. the amount of time until visible emissions were restored to levels in compliance with the
standards contained in the Specific Conditions.

2. Location of Records
a. The Permittee shall retain all records relating to this permit, and a copy of the permit at the
permit site. The Permitiee shall comply with the permit posting requirements of PCC

17.12.080. All records shall be maintained in accordance with the requirements of PCC
17.12.180,A.4.b. [PCC 17.12.080 & PCC 17.12.185.A.4.b]

11




b.  All records required by the Specific Conditions shall be retained for at least five yeats.
[PCC 17.24.020]

Y. Reporting Requirements _ o [PCC 17.12,185,A.5]

A. NSPS Affected Facilities

The provisions of this section are applicable to each NSPS affected equipment identified in Table 1 of
Afttachment 2 and their associated transfer points.

L

The Permittee shall furnish the Control Officer written notification or, if acceptzibie to both the
Control Officer and the Permittee, electronic notification, as follows: [40 CFR 60.7(a)]
[Federally Enforceable Condition)

a notification of any physical or operational change to an existing facility which may increase the
emission rate of any air pollutant to which a standard applies, unless that change is specifically
exempted. This notice shall be postmarked 60 days or as soon as practicable before the change is
commenced and shall include information describing the precise nature of the change, present and
proposed emission control systems, productive capa01ty of the facility before and after the change,
and the expected completion date of the change. The Cont:ol Ofﬁcei may request additional
relevant info:mation_subsgquént to this notice. . w o [40 CFR 60.7¢a)(4)]

' L ' [Fedelally Enfm ceable Condition]

The Permittee shall submlt wr 1tten report of the Iesults of all petfo;mance tests conducted to
demonstrate compliance with the standards set forth in I1.A,1 of the Specific Conditions, including
reports of opacity observations made using Method 9 to demonstrate compliance with ILA.l.c,
ILA.Lb, and of the Spec;ﬁc Conditions. . [40.CFR 60.676 (D)

S [Fedm ally Enforceable Condltwn}

Screening opelatlons, bucket elevato;s 01 belt conveyms subjec 10 H A2 of the Specific
Conditions that process saturated matenal shall upon subsequent change in processes, material (to
unsaturated materials) submit a report of this change within'30 days following suich change. This
screening opelatlon bucket elevator, or belt conveyor shall then be sub_}ect 10 the 10 percent
opacity limit in I.A.2.a of the Spemfic ‘Conditions and the emlssmn"test requirements of 40 CFR
60.11 and 40 CFR 60.675. Likewisc a screening operation, bucket elevator, or belt conveyor that
processes unsatmated ‘material but subsequently processes saturated mateual shall submit a report
of this change within 30 days following such change This screening operation, bucket elevator, or

belt conveyor is then subject to the no v1sxble emlssmn lnmt inlLA2, © of the Specific Condttlons
o " [40CFR 60.676 (g)]

{Fedel ally Enfbl ‘ceable Condition]

B. Non NSPS Affected Facility

I

Concrete Batch Plant
Reporting as identified in the provisions of V.C of the Specific Conditions.
Diesel-Fired Stationary Rotating Machinery

Reporting as identified in the provisions V.C of this permit.

C. Facility-Wide Operations

See Additional Permit Requirements {Page 15).

12




V1. Testing Requirements [PCC 17.12.050, PCC 17.12.185.A.3.a & PCC 17.20.010]

For purposes of demonstrating compliance, these test methods shall be used, provided that for the purpose of
establishing whether or not the facility has violated or is in violation of any provision of this permit, nothing
in this permit shall preclude the use, including the exclusive use, of any credible evidence or information
relevant to whether a source would have been in compliance with applicable federal requirements if the
appropriate performance or compliance procedures or methods had been performed.

A. NSPS Affected Facilities
Wash Plant

Opacity observations shall be conducted within 60 days after achieving the maximum production rate at
which the affected facility will be operated, but no later than 180 days after initial start-up of the facility.
In determining compliance with the particulate matter standards in ILA.2.a and 11.A.2.c of the Specific
Conditions, the Permittee shall use Method 9 with the following additions: [40 CFR 60.8(a) & 40 CFR 60.675(c)]

[Federally Enforceable Condition]

1. The minimum distance between the observer and the emissxon source shall be 4.57 meters (15
feet). e

2. The observer shall, when possible, select a posmeﬁ that inin:m:zes intelfelence from other fugitive
emission sources (e.g., road dust). . The qumred observer posmon 1elat1ve to the sun {Method 9,
Section 2.1) must be followed. i ,

3. For affected facmtles using wet dust suppression for partxculate matter” control a v131ble mist is
sometimes generated by the splay The water mist must not be. confused withpatticulate matter
emissions and is not to be considered a visible emission. When water inist of this nature is
present, the observation of em1351ons is to be made at a pom’c in ‘the plume where the mist is no
longer v:mbie / '

4. When determining comphanee with the fugi‘cwe emlssmns standald f01 any affected facility
described under ILA.2.a in the Spemﬁe Conditions, the duration of the Method 9 observatlons may
be reduced from 3 hours (thu'ty 6-mmu’€e averages) to 1 houz (ten 6 mmute aveiages) only if the
following COI‘lditIOnS apply: G i RN sl [

a. There are no ‘1§1d1v1dua1 readmgs_ greater than 10 percent Qpaeity;

b.  There are no more than 3 readings of 10 pei'cent fof :the I-hou'r perlod and . \.

¢.  When determining comphance w1th the fugftwe emissions standard f01 any crusher at which a
capture system is not used as described under ILA.2.b of the Specific Conditions, the duration
of the Method 9 observations may be reduced from 3 thours (thirty 6-minute averages) to 1
hour (ten 6-minute averages) only if the following Conditions apply:
(i) There are no individual readings greater than 15 percent opacity; and
(i) There are no more than 3 readings of 15 percent for the 1-hour period.

5. If, after 30 days notice for an initially scheduled performance test, there is a delay (dve to
operational problems, etc.) in conducting any rescheduled performance test required in the Specific

Conditions, the owner or operator of an affected facility shall submit a notice to the Administrator
at least 7 days prior to any rescheduled performance test.
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6.

Initial Method 9 performance tests are not required for:

a.

Wet screening operations and subsequent screening operations, bucket elevators, and belt

-conveyors that process saturated material in the production line up to, but not including the

next crusher, grinding mill or storage bin; and

Screening operations, bucket elevators, and belt conveyors in the production line downstream
of wet mining operations, that process saturated materials up to the first crusher, grinding mill,
or storage bin in the production line.

B. Non NSPS Affected Facility

L.

Concrete Batch Plant

The Permittee may submit an alternate and equivalent test method(s) that is listed in 40 CFR
Subpart 60, Appendix A, to the Director in a test plan, for approval by the Director.

Diesel-Fired Stationary Rotating Machmely

a.

When required EPA Reference Method 9 shall be used to monitor compliance with the opacity
standard in ILB.2 of the Spemﬁc Condltlons SRR {PCC 17.12.040.B]

When required, the sulfm content of the fuel shail be dete:mmed using ASTM Method D-129-
91 (Test Method For Sulfur In Petroleum Products) (General Bomb Method), or equivalent
ASTM ftest, method apphcable for determining comphance with JLB.2.c of the Specific
COIldltIOﬂS {PCC 17.16340.K.1,b]
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I. COMPLIANCE WITH PERMIT CONDITIONS [PCC 17.12.185.A.7.2 & b]
A. The Permittee shall comply with all conditions of this permit including all applicable requirements of
Arizona air quality statutes and the air quality rules. Any permit noncompliance constitutes a violation
of the Arizona Revised Statutes and is grounds for enforcement action; for permit termination,
revocation and reissuance, or revision; or for denial of a permit renewal application, In addition,
noncompliance with any federally enforceable requirement constitutes a violation of the Clean Air Act.
B. The Permittee shall report to the Control Officer any emissions in excess of the limits established by this
permit. The report shall be in 2 parts as specified below: [PCC 17.12.185.A.5 & PCC 17.12.040]
1. Notification by telephone or facsimile within 24 hours of the time the Permittee first learned of the
occurrence of excess emission that includes all available information from 17.12.040.B. The
number to report excess emissions is 520-740-3340, The facsimile number is 520-882-7709.

2. Detailed written notification by submission of an excess emissions report within 72 hours of the
notification under LB.1 above Send to PDEQ 150 W. Congl €ss St , Tucson, Arizona 85701.

C. Tt shall not be a defense for'a Pelmlttee in an enfozcement action that it would have been necessary to
hait or reduce the penmtted actmty in order to mamtam compl!ance w1th the condltlons of this permit.

D. The permit does not convey.;’.:ny propenﬁy rlghts of any sort, of any excluswe puwlege to the permit
holder. & B : .

E. The Permittee shall pa'“ fees to, the Contto] Ofﬁcex pursuant to PCC 17 12 510

; ; I Sl : ‘ ., "%{PCC 17.12. 185A9&PCC 17.12.510}
II. PERMIT REVISI_ON __REOPEN]NG REVOCATION AND REISSUANCE OR TERM}NATION

FOR CAUSE P : , i L i o [PCC 17.12.185.A.7.0]

The permit may be rev1se :_f.reopened xevoked and 1ezssued or. temnnated for cause pursuant to PCC

17.12.270. The ﬁlmg of :a request by. thé Pemeﬁee fora permit revision, tevocation and reissuance, or

termination; or of a notlﬁcatlon of pIanned changes or anticipated noncomphance does not stay any permit

condition. e S i

III. DUTY TO PROVIDE ]_NFORMATION ' o . ST i '{:f'icc.];v 12 1'&'5"(}&1:0(3 17.12.185.A.7.¢]

A. The Permittee shall furmsh fo the Control Ofﬁcel w1thm a reasonable time, any information that the
Control Officer may request in writing to determine whether cause exists for revising, revoking and
reissuing, or terminating the permit or to determine comphance with the permit. Upon request, the
Permiitee shall also furnish to the Control Officer copies of records required to be kept by the permit.
For information claimed to be confidential, the Permittee shall furnish a copy of such records to the
Control Officer along with a claim of confidentiality.

B. If the Permittee has failed to submit any relevant facts or if the Permittee has submitted incorrect
information in the permit application, the Permittee shall, upon becoming aware of such failure or
incorrect submittal, promptly submit such supplementary facts or corrected information.

IV. SEVERABILITY CLAUSE {PCC 17.12.185.A.6]

ADDITIONAL PERMIT REQUIREMENTS

The provisions of this permit are severable. If any provision of this permit is held invalid, the remainder of this
permit shall not be affected thereby.
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CPC Southwest Materials, Inc.
Air Quality Permit # 1002

Attachment 1: Applicable Regulations

Code of Federal Regulations (CFR) Chapter 40 Part 60:

Subpart 000

Standards of performance for non-metallic mineral processing plants

Pima County Code (PCC) Title 17, Chapter 17.16:

17.12.190

17.16.010
17.16.020
17.16.050
17.16.060
17.16.100
17.16.110
17.16.130
17.16.340
17.16.370
17.16.380

Permits containing voluntarily accepted emission limitations and standards

Local rules and standards; Applicability of more than one standard
Noncompliance with applicable standards .

Visibility limiting standard
Fugitive dust producing actmties
Particulate materials N
Storage piles ..~
Applicability. ... E
Standards of p@rfm marice for statlonary lotatmg machmery .
Standards of perfo;mance for gravel or crushed stone processmg p]ants
Standatds of pe oimance for concrete batch plants : :
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CPC Southwest Materials, Inc.

Air Quality Permit # 1002

Attachment 2: Equipment List (Pages 17-20)

Table 1 Wash Plant
Equipment ID Description Cezgs;;ty Manufacturer | Mfg. Date Serial No. NSPS
RO07 Hydrocone 300HP 150 Sandvik 1998 03GA08040 Yes
115 Screen 600 Telsmith 1996 313M12943 Yes
121 JCI Wet Screen 470 JCI 2002 5021081 Yes
122 JCI Wet Screen 470 JCI 2002 5021092 Yes
379 Bin, Feeder 150 Jobe 2003 30010021703 No
800 36” x 100" Conveyor 802 Jobe 2002 36100102902 Yes
816 36” x 100" Conveyor 802 Jobe 2002 44263 Yes
825 30” x 40" Conveyor 540 Jobe 2002 3004009162003 Yes
849 30” x 80" Stacker 540 Jobe 2002 30090122003 Yes
852 30” x 60" Conveyor 540 Jobe 2002 30060011622002 Yes
853 30” x 100" Radial Stacker 540 Jobe 2002 30080121802 Yes
854 30” x 100" Radial Stacker 327 Kolberg 1972 1448-1524-100-72 Yes
855 30” x 100" Conveyor 540 Jobe 2002 30007011202 Yes
873 24” x 100’ Conveyor 327 Kolberg 1972 None Yes
874 24” x 100" Stacker 375 Kolberg 1972 1440-1524-120-72 Yes
880 30” x 60° Conveyor 540 (In House) 2000 None Yes
881 30” x 100" Conveyor 540 (In House) 2000 None Yes
885 30” x 40’ Conveyor 540 Jobe 2002 3004009122002 Yes
898 30” x 60" Conveyor 540 Jobe 2002 30060011602 Yes
909 30” x 60" Conveyor 540 Jobe 2002 300600112502 Yes
919 30” x 80’ Radial Stacker 540 Jobe 2002 300800122402 Yes
924 30” x 40’ Conveyor 540 Jobe 2002 30060120202 Yes
937 30” x 40" Conveyor 540 Jobe 2002 30060111302 Yes
938 30” x 80" Stacker 540 Jobe 2002 30080123102 Yes
940 30” x 60" Conveyor 540 Jobe 2002 30060121902 Yes

Wash Plant equipment list continued on page 18:
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Wash Plant equipment list continued from page 17:

EquipmentID | Description C‘;f;;;ty | Manufacturer ¥ ialNo. | . NSPS -
967 30” x 80’ Radial Stacker 540 Jobe 30080103002 Yes
970 42” x 257 Conveyor 600 600 1996 313M12943: Yes
979 30" x 30° Conveyor 625 625 1998 3060-0898-6 Yes
980 30” x 80 Radial Stacker 540 (In House) 2000 None" Yes
982 30” x 80" Radial Stacker 540 Jobe 2001 30080006292001" Yes
983 307 x 80" Radial Stacker 540 Jobe 2001 3008007022001 Yes
084 30” x 80" Stacker ' 540 Jobe - 2002 30080082332002 Yes




Table2 Concrete Batch Plants

EquipmentID |

Ready Mix A Plant
338 Silo 133 tons Unknown Unknown No
734 Baghouse — Silo 338 550 cfm APPCO Pre-1983 No
745 Baghouse — Dust Collector 7000 cfm Besser Pre-1983 No
905 247x185’ Lattice Conveyor 375 tph Unknown Pre-1983 No
906 24 x 58’ Lattice Conveyor 375 tph Unknown Pre-1983 No
907 307 x 40° Lattice Conveyor 650 tph Unknown Pre-1983 No
910 24” x 112’ Lattice Conveyor 375 tph Unknown Pre-1983 No
911 24” x 36° Lattice Conveyor 375 tph Unknown Pre-1983 No
912 24”x 58 Lattice Conveyor 375 tph Unknown Pre-1983 No

Ready Mix C Plant
350 Silo (Serial #: 111298) 50 ton APCO 1980 No
372 Silo 120 ton McNeilus 1998 No
373 Silo e 100 toN McNeilus 1998 No
687 Baghouse — Silo372" o). 630 efmr 7l . MeNeilus 1998 No
688 Baghouse -~ 8ilo373 [ 650¢cfm. | - McNeilus 1998 No
788 Baghouse'— Silo350 | 650¢tm | . MceNeilus 2002 No
959 30” x 100° Conveyor “[---650 efm: |~ McNeilus 1998 No
961 30” Conveyor : 6507cfm McNeilus . 1998 No

Floating” Equipment (Located either-at Ready Mix Plant A or Ready Mix Plant.C ..
320 [Bin (Serial #: UK) 30° x 207 7| White 1980 No
3;;‘ _' ggiweyor (Serial #: 5042-130-60-85)* ;‘é,:,-: 518 ~ . Kolberg. 1985 No
112 " Screen (Serial #: 2301-7212- 85—20) 6x12 - "‘Kolberg 1985 No
874 Conveyor (Serial #: 1440- 1524 120 72) 24” X 100’ Kolberg 1972 No

* Equipment #354 and #925 are co—dependent of each other and cons1dered as: a smgle unit W1th one serial number.




Table 3 (Generators

Capacity Houriiniiﬁ%io‘n

Provision for support generators
as and when required

Facility wide operation of support generators not to exceed

Generators I@]ted to 1000 kW each 4000 hrs during any 12-consecutive month period
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