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PERMIT SUMMARY 
 
This operating permit is issued to CalPortland Company, the Permittee, for their drum hot mix asphalt 
manufacturing plant at 6601 N.  Casa Grande Highway, Tucson, Arizona.  The plant constitutes a synthetic minor 
source of NOX, CO, SOX and a true minor source of all other criteria pollutants and HAPs based on 8760 hours 
per year of operation and considering emissions from other emission units of the same SIC Code at this facility. 
 
The products at the facility include Hot Mix Asphalt, Cold Mix Asphalt, Rubberized Asphalt, Recycled Asphalt 
and Hot Mix Asphalt containing Petroleum Contaminated Soil. 
 
Hot mix asphalt is produced by drying and heating aggregates with asphalt cement within a mixing drum.  The 
facility uses a “double barrel” type mixing drum where the asphalt binder is mixed between the inner and outer 
drum.  The facility has a maximum rated capacity of 450 tons per hour with the existing operating capacity 
approximately 360 tons per hour.  The annual plant production for all products is limited to 500,000 tons/year.  
The Hot Mix Asphalt plant is regulated under the New Source Performance Standards (NSPS) for Hot Mix 
Asphalt Plants, Subpart I. 
 
The facility wide emissions presented below include all emission sources at the facility.  The emissions from the 
drum dryer and storage silo are controlled by a baghouse.  Fugitive sources include the cold feed bins, a single 
impact crusher, two screens, and various augers; Emissions from these fugitive sources are controlled with the use 
of spray bars.  Water spraying operations are considered approximately 72% efficient in controlling particulate 
emissions1. 
 
The following emission rates are for reference purposes only and are not intended for direct enforcement unless 
specified in the conditions of this permit as an enforceable emissions limitation by rule or as a voluntary accepted 
condition(s) by the Permittee. 
 
 

Emissions (tons/yr) 
Source 

PM10 NOX CO SOX VOC HAPs 

Fugitives 4.61 - - - - - 

Non Fugitives 5.22 14.78 33.37 14.51 8.06 2.52 

Potential to Emit 9.83 14.78 33.37 14.51 8.06 2.52 

 
 

                         
1 ADEQ letter to Arizona Rock Products Association Dated April 20, 2007 (see potential to emit document). 
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SPECIFIC CONDITIONS 
(All references are to Title 17 of the Pima County Code unless otherwise noted) 

 
I. Applicability 
 

The facility covered by the Specific Conditions constitutes a Class II; Synthetic Minor Stationary Source 
based on 8760 hours per year of operation and considering emissions from other emission units of the same 
SIC Code at this facility.  The facility is a synthetic minor for NOX, CO, SOX and a true minor for all other 
criteria pollutants and HAPs.  This statement is only true when the facility is operating and maintaining all 
process equipment and (where applicable) associated the air pollution control equipment, as part of its 
operational design. 

 
The Specific Conditions address Standards of Performance for Hot Mix Asphalt (HMA) Facility and the 
Asphalt Rubber Mixing Plant.  All other facility operations (Asphalt Crushing Plant and its associated power 
generators) are permitted under Pima County Air Quality Operating Permit 2212. 

 
The Hot Mix Asphalt (HMA) Facility comprises of; dryers, systems for screening, handling, storing, and 
weighing hot aggregate; systems for loading, transferring and storing mineral filler, systems for mixing hot 
mix asphalt and the loading transfer, and storage systems associated with emission control systems that 
commenced construction, reconstruction or modification after June 11, 1973. 

 
 
II. Emission Limits and Standards [PCC 17.12.185.A.2] 
 

A. HMA Plant 
 

1. Annual Plant Production 
 

The annual plant production of asphalt concrete shall be limited to 500,000 tons/year for any 12 
month rolling total. [PCC 17.12.185.A.2 & PCC 17.12.190.B] 

[Federally Enforceable & Material Permit Condition] 
2. Particulate Matter Standard 

 
The Permittee shall not discharge or cause the discharge into the atmosphere from any affected 
facility any gases which contain particulate matter in excess of 90 mg/dscm (0.04 gr/dscf). 

[40 CFR 60.92(a)(1)] 
[Federally Enforceable Condition] 

3. Opacity Standard 
 

The Permittee shall not discharge or cause the discharge into the atmosphere from any affected 
facility any gases which exhibit 20 percent opacity, or greater. [40 CFR 60.92(a)(2)] 

[Federally Enforceable Condition] 
 

4. Operational Limitation 
 

At all times, including periods of startup, shutdown, and malfunction, the Permittee shall, to the 
extent practicable, maintain and operate any affected facility including associated air pollution 
control equipment in a manner consistent with good air pollution control practice for minimizing 
emissions.  Determination of whether acceptable operating and maintenance procedures are being 
used will be based on information available to the Control Officer which may include, but is not 
limited to, monitoring results, opacity observations, review of operating and maintenance 
procedures, and inspection of the source. [40 CFR 60.11(d) & PCC 17.16.020.A] 

[Federally Enforceable and Material Permit Condition] 
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5. Used Oil-Fuel Limitation 
 

The Permittee may fuel the drum dryer with pipeline quality natural gas, virgin fuel oil, or on-
specification used oil.  When using on-specification used oil, the Permittee shall not exceed the 
following limits: [PCC 17.16.150.B.1 & PCC 17.12.185.A.2] 

[Material Permit Condition] 
 

Allowable Levels for On-Specification Used Oil2

Constituent/Property Allowable Limit 
(parts per million by weight maximum - ppmw) 

Arsenic 5 
Cadmium 2 
Chromium 10 
Lead 100 
Total Halogens 4,000 
Flash Point 100°F minimum 

 
6. Circumvention 

 
The Permittee shall not build, erect, install, or use any article, machine, equipment or process, the 
use of which conceals an emission which would otherwise constitute a violation of an applicable 
standard.  Such concealment includes, but is not limited to, the use of gaseous diluents to achieve 
compliance with an opacity standard or with a standard which is based on the concentration of a 
pollutant in the gases discharged to the atmosphere. [40 CFR 60.12] 

[Federally Enforceable Condition] 
 

B. Crusher (Equipment ID 009 Only) 
 

1. Fugitive Emissions & Opacity Standards 
 

a. Within 60 days after achieving the maximum production rate, at which the affected facility 
will be operated, but not later than 180 days after initial startup, the Permittee shall not cause 
to be discharged into the atmosphere any fugitive emissions which exhibit greater than 15 
percent opacity from crushers at which a capture system is not used that commenced 
construction, modification, or reconstruction after August 31, 1983 but before April 22, 2008. 

[40 CFR 60.672(b), Table 3] 
[Federally Enforceable Condition] 

 
b. Movable vehicle (trucks, front end loaders, skip hoist, railcars, etc) dumping of nonmetallic 

minerals into any screening operation, feed hopper, or crusher is exempt from the 
requirements of II.B.1 of the Specific Conditions. [40 CFR 60.672(d)] 

[Federally Enforceable Condition] 
 

2. Operation and Maintenance Requirement 
 

At all times, including periods of startup, shutdown, and malfunction, the Permittee shall, to the 
extent practicable, maintain and operate any affected facility including associated air pollution 
control equipment in a manner consistent with good air pollution control practice for minimizing 
emissions.  [Table 1 to Subpart OOO, 40 CFR 60.11(d) & PCC 17.16.020.A] 

[Federally Enforceable and Material Permit Condition] 

                         
2 Standards for the Management of Used Oil.  40 CFR 279.11, Table 1. 
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3. Replacement of Equipment 
 

a. When the crusher is replaced by a piece of equipment of equal or smaller size having the same 
function as the existing crusher, and there is no increase in the amount of emissions, the new 
crusher is exempt from the provisions of 40 CFR 60.672 (Standard for Particulate Matter), 40 
CFR 60.674 (Monitoring of Operations) and 40 CFR 60.675 (Test Methods and Procedures). 

 [40 CFR 60.670(d)(1)] 
[Federally Enforceable Condition] 

 
b. If the Permittee is seeking to exercise the exemptions in II.B.3.a of this section, the Permittee 

shall submit to the Control Officer the following information about the existing crusher being 
replaced and the replacement crusher: [40 CFR 60.670(d)(2) & 40 CFR 60.676(a)] 

[Federally Enforceable Condition] 
 

i. The rated capacity in tons per hour of the existing facility being replaced and 
 

ii. The rated capacity in tons per hour of the replacement equipment. 
 
iii. The construction/manufacturer date of the crusher. [PCC 17.12.185.A.2] 

 
C. Facility-Wide Operations 

 
1. Local Rules and Standards - Applicability of More Than One Standard 

 
If more than one emission limit or emission standard is applicable to the same source, the more 
stringent standard or emission limit shall apply. [PCC 17.16.010.B] 

 
2. Pollution Control Requirement 

 
a. The Permittee shall install and operate baghouses on all pneumatically loaded silos according 

to manufacturers’ recommendations and specifications.  If there are no manufacturer’s 
recommendations and specifications, the Permittee shall develop and submit an ‘Operations 
and Maintenance Plan’ to the Control Officer for approval prior to issuance of this permit. 

[PCC 17.12.185.A.2] 
[Material Permit Condition] 

 
b. The Permittee shall not cause, suffer, allow, or permit crushing, screening, handling, 

transporting or conveying of materials or other operations likely to result in significant 
amounts of airborne dust without taking reasonable precautions, such as the use of spray bars, 
wetting agents, dust suppressants, covering the load, and hoods (or dust curtains) to prevent 
excessive amounts of particulate matter from becoming airborne. [PCC 17.16.100.A] 

[Material Permit Condition] 
 

c. The facility shall utilize spray bar pollution controls in accordance with "EPA Control of Air 
Emissions From Process Operations In The Rock Crushing Industry" (EPA 340/1-79-002), 
"Wet Suppression System" (pages 15-34), amended as of January, 1979 (and no future 
amendments or editions), as incorporated herein by reference and on file with the Office of the 
Secretary of State, with placement of spray bars and nozzles as required by the Control Officer 
to minimize air pollution. [PCC 17.16.370.D] 

[Material Permit Condition] 
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3. Air Pollution Control Equipment 
 

Where a stack, vent or other outlet is at such a level that fumes, gas mist, odor, smoke, vapor or any 
combination thereof constituting air pollution are discharged to adjoining property, the Control 
Officer may require the installation of abatement equipment or the alteration of such stack, vent or 
other outlet by the owner or operator thereof to a degree that will adequately reduce or eliminate 
the discharge of air pollution to adjoining property. [PCC 17.16.020.B] 

 
4. Opacity Standard 

 
Except as otherwise specified in the Specific Conditions, the opacity of all plumes and effluents 
from all point and non point sources shall not exceed 20 percent as determined by EPA Reference 
Method 9, Appendix A 40 CFR 60. [PCC 17.16.050.B & PCC 17.16.130.B.1] 

 
5. Visibility Limiting Standard 

 
a. The Permittee shall not cause, suffer allow or permit operations or activities likely to result in 

excessive amounts of airborne dust without taking reasonable precautions to prevent excessive 
amounts of particulate matter from becoming airborne. [PCC 17.16.050.A] 

 
b. The Permittee shall not cause, suffer, allow or permit diffusion of visible emissions, including 

fugitive dust, beyond the property boundary line within which the emissions become airborne, 
without taking reasonably necessary and feasible precautions to control generation of airborne 
particulate matter.  Sources may be required to cease temporarily the activity operation which 
is causing or contributing to the emissions until reasonable necessary and feasible precautions 
are taken.  [PCC 17.16.050.D] 

 
i. The provisions of II.C.5.b of the Specific Conditions do not apply when naturally induced 

wind speed exceed (25) miles per hour as estimated by a certified visible emissions 
evaluator using the Beaufort Scale of Wind-Speed equivalents, or as recorded by a U.S.  
weather bureau station or a U.S. government military installation.  This exception does 
not apply if control measures have not been taken or were not commensurate with the 
size or scope of the emission source. [PCC 17.16.050.D.2] 

 
ii. This subsection shall not apply to undisturbed land. [PCC 17.16.050.D.3] 

 
6. Fugitive Emissions Standards 

 
a. The Permittee is responsible for controlling windblown dust, dust from haul roads, and dust 

emitted from land clearing, earthmoving, demolition, trenching, blasting, road construction, 
mining, racing event, and other activities, as applicable: [PCC 17.16.060.A] 

 
b. Until the area becomes permanently stabilized by paving, landscaping or otherwise, dust 

emissions shall be controlled by applying adequate amounts of water, chemical stabilizer, or 
other effective dust suppressant. [PCC 17.16.060.A.1] 

 
c. The Permittee shall not leave land in such a state that fugitive dust emissions (including 

windblown dust or dust caused by vehicular traffic on the area) would violate PCC 17.16.050. 
[PCC 17.16.060.A.2] 

 
d. Dust emissions from the transportation of materials shall be effectively controlled by covering 

stock loads in open-bodied trucks, limiting vehicular speeds, or other equivalently effective 
controls.  [PCC 17.16.100.C] 
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e. The Permittee shall not cause, suffer, allow, or permit organic or inorganic dust producing 
material to be stacked, piled or otherwise stored without taking reasonable precautions such as 
chemical stabilization, wetting, or covering to prevent excessive amounts of particulate matter 
from becoming airborne. [PCC 17.16.110.A] 

 
7. Concealment of Emissions 

 
No person shall construct, install, erect, use, replace, modify, or operate an emission source so as to 
conceal an emission which would otherwise be a violation of a control standard established herein.  
Concealment shall include: [PCC 17.20.040] 

 
a. The use of gaseous diluents to achieve compliance with an opacity standard or with a standard 

which is based on the concentration of a pollutant in the gases discharged to the atmosphere; 
 

b. Operating in a piecemeal fashion to avoid compliance with a standard that would otherwise 
apply to the source on the basis of its size; and 

 
c. Operating in a manner, under conditions, or during such times that emissions cannot be 

observed. 
 

8. Facility Changes 
 

Before installing additional units, removing units, modifying existing emission equipment or 
switching fuels, the Permittee shall apply for the appropriate revision pursuant to PCC 17.12.235, 
PCC 17.12.255 or PCC 17.12.260. [PCC 17.12.185.A.2] 

 
9. Odor Limiting Standard 

 
a. The Permittee shall not cause or permit emissions from malodorous matter to cross a property 

line between the source and a residential, recreational, institutional, educational, retail sales, 
hotel, or business premise without minimizing the emissions by applying good modern 
practices.   [PCC 17.16.030] 

 
b. Monitoring for odors at the facility to determine compliance with the standard in II.C.9.a of 

this Attachment 1 is not normally necessary as the use of good modern practices prevents the 
emission of odors beyond the property boundary.  The Control Officer may ask the Permittee 
to test for odor emissions if the Control Officer has reasonable cause to believe a violation of a 
standard has been committed. [PCC 17.12.010] 

 
 
III. Monitoring Requirements [PCC 17.12.185.A.3 & 4] 
 

A. HMA Plant 
 

1. Annual Plant Production 
 

Compliance with II.A.1 shall be demonstrated by the Permittee as detailed in IV.A.1 based on the 
rolling, twelve-month total asphalt concrete production tonnage. 
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2. Particulate Matter Standard 
 

A demonstration of compliance with the emission limitation for particulate matter in II.A.2 of the 
Specific Conditions, shall not be required unless the Control Officer has reasons to believe that 
conditions exist which have the potential to cause a violation of the emission limit3.  The Permittee 
shall demonstrate compliance with the emission limit by operating and maintaining the HMA Plant 
at all times - including periods of startup, shutdown, and malfunction - in a manner consistent with 
good air pollution control practices and consistent with manufacture’s guidelines. [40 CFR 60.11(d)] 

[Federally Enforceable Condition] 
3. Opacity Standard 

 
To assure compliance with the opacity limitation in II.A.3 of the Specific Conditions, the Permittee 
shall observe all stack emission sources at least once per day while the HMA plant is processing 
material within the mixing drum..  If the observer sees a plume that, on an instantaneous basis, 
appears to exceed 20 percent or the plume is crossing property boundaries, then the Permittee shall, 
if practicable, take an EPA Reference Method 9 observation of the plume.  If the emissions are 20 
percent or more, this shall be recorded and reported as an excess emission and a permit deviation.  
If no emissions are observed, the records shall reflect this. 

 
4. Operational Checks 

 
The Permittee shall perform visible emissions checks on the exhaust stack of each baghouse (air 
pollution control equipment identification #724 and #786) for evidence of visible emissions at least 
once per day when control equipment is operational.  If this daily check shows visible emissions, 
then the Permittee shall use the procedures of EPA Reference Method 9, Appendix A in 40 CFR 60 
to measure opacity for this requirement. 

 
5. Fuel Limitation 

 
The Permittee shall determine compliance with the used oil fuel Specification requirements in 
II.A.5 of this permit by: 

 
a. Monitoring the times when used oil was combusted in the drum dryer; and 

 
b. Determining the basis for the certification that the contaminant levels in the used oil did not 

exceed the values listed in II.A.5. 
 

B. Crusher (Equipment Identification # 009 Only): Fugitive Emissions & Opacity Standards 
 

To assure compliance with the fugitive emissions and opacity limitations in II.B.1.a of the Specific 
Conditions, the Permittee shall observe fugitive emissions at least once a day while the crusher is 
operating.  If the observer sees a plume that, on an instantaneous basis, appears to exceed the applicable 
opacity, or the emissions are crossing property boundaries, then the Permittee shall, if practical conduct 
an EPA Method 9.  If the results exceed the applicable opacity, this shall be recorded and reported as an 
excess emission and a permit deviation. [PCC 17.12.185.A.3] 

 

 
3 The emissions from the facility have meet the 0.04 gr/dscf and 20% opacity standard as demonstrated in the EPA Method 5 emissions test on 11-15-2006.  
See Technical Support Document for test results. 
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C. Facility-Wide Operations 
 

1. Opacity Standard 
 

To assure compliance with the opacity standard and visibility limiting standard in II.C.4 and II.C.5 
of the Specific Conditions respectively, the Permittee shall observe all point and non point sources 
at least daily when the hot mix asphalt plant is operational for evidence of abnormal emissions.  If 
the observer sees a plume that, on an instantaneous basis, appears to exceed 20 percent or the 
plume is crossing property boundaries, then the Permittee shall, if practicable, take a visible 
emissions observation in accordance with EPA Reference Method 9, Appendix A in 40 CFR 60.  If 
the emissions are 20 percent or more, this shall be recorded and reported as an excess emission and 
a permit deviation. 

 
2. Fugitive Emissions 

 
To assure compliance with the fugitive emissions standards in II.C.6 of the Specific Conditions, the 
Permittee shall observe non point sources at least once per shift during operations for evidence of 
abnormal emissions.  If the observer sees a plume that is crossing property boundaries, then the 
Permittee shall report and record this occurrence as an excess emissions and a permit deviation.   

 
3. Baghouse Inspection 

 
The Permittee shall examine the condition of the bags and baghouse each time maintenance is 
performed.  Baghouse filters shall be checked to ensure they are maintained according to 
manufacturers’ recommendations and specifications or the Permittee’s in-house approved 
Operations and Maintenance Plan. 

 
 
IV. Recordkeeping Requirements [PCC 17.12.185.A.3 & 4] 
 

A. HMA Plant (Annual Plant Production) 
 

Compliance with II.A.1 shall be demonstrated by the Permittee keeping daily asphalt concrete 
production records used to produce monthly production totals.  A rolling, twelve-month total of asphalt 
concrete production tonnage will be created and updated monthly within 14 calendar days of the end of 
the month. 

 
B. Facility-Wide Requirements 

 
1. The Permittee shall maintain records of the occurrence and duration of any startup, shutdown, or 

malfunction in the operation of the facility and any malfunction of the air pollution control 
equipment.  [40 CFR 60.7(b)] 

[Federally Enforceable Condition] 
 

2. Visible Emissions 
 

The Permittee shall record all visible emissions checks of the facility plant equipment, supporting 
equipment and general plant site made under the monitoring requirements in section III of the 
Specific Conditions.  Records of such checks shall include, at minimum: 

 
a. The date and time of the check; 

 
b. The name of the person conducting the check; 
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c. The particular piece of equipment or area being observed; and, 
 

d. The results of the check to include whether excessive emissions were observed.  If excessive 
emissions were observed, the record shall include corrective action taken and the results of the 
required follow-up opacity test. 

 
3. Baghouse Inspection 

 
For the dust collection system check required in III.C.3 of the Specific Conditions, the Permittee 
shall record all the results of all routine maintenance performed and daily observation checks in a 
log including the date and time of the check, the name of the person making the check, the 
condition of the baghouse filters, and any repairs or replacements made.  Upon request, the 
Permittee shall furnish to the Control Officer copies of the manufacturer’s specifications to identify 
the recommended maintenance and operational procedures. 

 
4. Retention and Location of Records 

 
The Permittee shall retain all records relating to this permit, retain a copy of the permit at the 
permit site and comply with the permit posting requirements.  All records required by this permit 
shall be retained for at least five years. [PCC 17.12.080, PCC 17.12.185.A.4.b & PCC 17.24.020.A] 

 
 
V. Reporting Requirements [PCC 17.12.185.A.5 & PCC 17.12.210] 
 

A. Notification Requirement 
 

1. The Permittee shall provide a written or electronic notification of any physical or operational 
change to an existing facility which may increase the emission rate of any air pollutant to which a 
standard applies, unless that change is specifically exempted under applicable subpart 40 CFR 
60.14(e) (subsection V.A.2 of the Specific Conditions): [40 CFR 60.7(a)(4)] 

[Federally Enforceable Condition] 
 

2. The following shall not, by themselves, be considered modifications under this Specific Condition 
V.A.1 of the Specific Conditions: [40 CFR 60.14(e)] 

[Federally Enforceable Conditions] 
 

a. Maintenance, repair, and replacement which the Control Officer determines to be routine for a 
source category, including ‘reconstruction’- the replacement components of an existing 
facility to such an extent that: [40 CFR 60.14(e) and 40 CFR 60.15] 

 
i. The fixed capital cost of the new components exceeds 50 percent of the ‘fixed capital 

cost’ that would be required to construct a comparable entirely new facility, and 
 

ii. It is technologically and economically feasible to meet the applicable standards set forth 
in this part. 

 
b. The addition of an affected facility to a stationary source as an expansion to that source or as a 

replacement for an existing facility; [40 CFR 60.14(c) and 40 CFR 60.14(e)(1)] 
 

c. An increase in production rate of an existing facility, if that increase can be accomplished 
without a capital expenditure on that facility. [40 CFR 60.14(e)(2)] 

 
d. An increase in the hours of operation. [40 CFR 60.14(e)(3)] 
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e. Use of an alternative fuel or raw material if, prior to the date any standard under this part 
becomes applicable to that source type, as provided by 40 CFR 60.1, the existing facility was 
designed to accommodate that alternative use.  A facility shall be considered to be designed to 
accommodate an alternative fuel or raw material if that use could be accomplished under the 
facility's construction specifications as amended prior to the change. [40 CFR 60.14(e)(4)] 

 
f. The addition or use of any system or device whose primary function is the reduction of air 

pollutants, except when an emission control system is removed or is replaced by a system 
which the Control Officer determines to be less environmentally beneficial. [40 CFR 60.14(e)(5)] 

 
g. The relocation or change in ownership of an existing facility. [40 CFR 60.14(e)(6)] 

 
3. This notice shall be postmarked 60 days or as soon as practicable before the change is commenced 

and shall include information describing the precise nature of the change, present and proposed 
emission control systems, productive capacity of the facility before and after the change, and the 
expected completion date of the change.  The Control Officer may request additional relevant 
information subsequent to this notice. [40 CFR 60.7(a)(4)] 

[Federally Enforceable Condition] 
 

B. Facility-Wide Requirements 
 

The Permittee shall report to the Control Officer any emissions in excess of the limits established by this 
permit.  See I.B of the Additional Permit Conditions. [PCC 17.12.185.A.5 & PCC 17.12.040] 

 
 
VI. Testing Requirements  [PCC 17.20.010] 
 

For purposes of demonstrating compliance, these test methods shall be used, provided that for the purpose of 
establishing whether or not the source has violated or is in violation of any provision of this permit, nothing 
in this permit shall preclude the use, including the exclusive use, of any credible evidence or information 
relevant to whether a source would have been in compliance with applicable federal requirements if the 
appropriate performance or compliance procedures or methods had been performed. 

 
A. HMA Plant 

 
1. Particulate Matter 

 
a. A test to show compliance with the emission limitation for particulate matter in II.A.2 of the 

Specific Conditions shall not be required unless the Control Officer has reasons to believe that 
conditions exist which have the potential to cause a violation of the emission limit.4

 
b. When required, the Permittee shall use EPA Method 5 to determine the particulate matter 

concentration.  The sampling time and sample volume for each run shall be at least 60 minutes 
and 0.90 mg/dscm (0.04 gr/dscf). [40 CFR 60.93(b)(1)] 

[Federally Enforceable Condition] 
 

c. The Permittee shall demonstrate compliance with the particulate matter emission limit by 
operating and maintaining the HMA Plant at all times - including periods of startup, 
shutdown, and malfunction - in a manner consistent with good air pollution control practices. 

[40 CFR 60.93(a)(2)] 
[Federally Enforceable Condition] 

 
4 The Permittee has demonstrated compliance with the initial performance testing requirements of the applicable NSPS.  See Technical Support Document 
for test results 
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2. Opacity 
 

When required, the Permittee shall use EPA Method 9 and the procedures in 40 CFR 60.11 to 
determine opacity. [40 CFR 60.93(b)(2) & 40 CFR 60.11] 

[Federally Enforceable Condition] 
 

B. Crusher (Equipment ID 009 Only) 
 

In determining compliance with the opacity standard in II.B.1 of the Specific Conditions the Permittee 
shall use EPA Method 9 and the procedures in 40 CFR 60.11, with the following additions: 

[40 CFR 60.675(c)(1)] 
[Federally Enforceable Condition] 

 
1. The minimum distance between the observer and the emission source shall be 4.57 meters (15 

feet). 
 

2. The observer shall, when possible, select a position that minimizes interference from other fugitive 
emission sources (e.g., road dust).  The required observer position relative to the sun (Method 9 of 
Appendix A–4, Section 2.1) must be followed. 

 
3. For affected facilities using wet dust suppression for particulate matter control, a visible mist is 

sometimes generated by the spray.  The water mist must not be confused with particulate matter 
emissions and is not to be considered a visible emission.  When a water mist of this nature is 
present, the observation of emissions is to be made at a point in the plume where the mist is no 
longer visible. 

 
4. The owner or operator may use the following as alternatives to the reference methods and 

procedures specified in EPA Method 9 and the procedures in 40 CFR 60.11: 
 

a. For the method and procedure, if emissions from two or more facilities continuously interfere 
so that the opacity of fugitive emissions from an individual affected facility cannot be read, 
either of the following procedures may be used: 

 
i. Use for the combined emission stream the highest fugitive opacity standard applicable to 

any of the individual affected facilities contributing to the emissions stream. 
 

ii. Separate the emissions so that the opacity of emissions from each affected facility can be 
read. 

 
b. A single visible emission observer may conduct visible emission observations for up to three 

fugitive, stack, or vent emission points within a 15-second interval if the following conditions 
are met: 

 
i. No more than three emission points may be read concurrently. 

 
ii All three emission points must be within a 70 degree viewing sector or angle in front of 

the observer such that the proper sun position can be maintained for all three points. 
 

iii If an opacity reading for any one of the three emission points equals or exceeds the 
applicable standard, then the observer must stop taking readings for the other two points 
and continue reading just that single point. 
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ADDITIONAL PERMIT CONDITIONS 
 
I. COMPLIANCE WITH PERMIT CONDITIONS [PCC 17.12.185.A.7.a & b] 
 

A. The Permittee shall comply with all conditions of this permit including all applicable requirements of 
Arizona air quality statutes and the air quality rules.  Any permit noncompliance constitutes a violation of 
the Arizona Revised Statutes and is grounds for enforcement action; for permit termination, revocation 
and reissuance, or revision; or for denial of a permit renewal application.  In addition, noncompliance 
with any federally enforceable requirement constitutes a violation of the Clean Air Act. 

 
 B. The Permittee shall report to the Control Officer any emissions in excess of the limits established by this 

permit.  The report shall be in 2 parts as specified below: [PCC 17.12.185.A.5 & PCC 17.12.040] 
 
  1 Notification by telephone or facsimile within 24 hours of the time the Permittee first learned of the 

occurrence of excess emission that includes all available information pursuant to PCC 17.12.040.B.  
To report excess emissions call 520-243-7400 or fax to 520-243-7370. 

 
  2. Detailed written notification by submission of an excess emissions report within 72 hours of the 

notification in I.B.1 above.  Send to PDEQ 33 N.  Stone Ave, Ste 700, Tucson, Arizona 85701. 
 

C. It shall not be a defense for a Permittee in an enforcement action that it would have been necessary to halt 
or reduce the permitted activity in order to maintain compliance with the conditions of this permit. 

 
D. The permit does not convey any property rights of any sort, or any exclusive privilege to the permit 

holder. 
 

E. The Permittee shall pay fees to the Control Officer pursuant to PCC 17.12.520. 
        [PCC 17.12.185.A.8 & PCC 17.12.520] 

 
II. PERMIT REVISION, REOPENING, REVOCATION AND REISSUANCE, OR TERMINATION FOR 

CAUSE       [PCC 17.12.185.A.7.c] 
 
 The permit may be revised, reopened, revoked and reissued, or terminated for cause pursuant to PCC 17.12.270.  

The filing of a request by the Permittee for a permit revision, revocation and reissuance, or termination; or of a 
notification of planned changes or anticipated noncompliance does not stay any permit condition. 

 
III. DUTY TO PROVIDE INFORMATION   [PCC 17.12.165.G & PCC 17.12.185.A.7.e] 
 

 A. The Permittee shall furnish to the Control Officer, within a reasonable time, any information that the 
Control Officer may request in writing to determine whether cause exists for revising, revoking and 
reissuing, or terminating the permit or to determine compliance with the permit.  Upon request, the 
Permittee shall also furnish to the Control Officer copies of records required to be kept by the permit.  For 
information claimed to be confidential, the Permittee shall furnish a copy of such records to the Control 
Officer along with a claim of confidentiality. 

 
 B. If the Permittee has failed to submit any relevant facts or if the Permittee has submitted incorrect 

information in the permit application, the Permittee shall, upon becoming aware of such failure or 
incorrect submittal, promptly submit such supplementary facts or corrected information. 

 
IV. SEVERABILITY CLAUSE    [PCC 17.12.185.A.6] 
 

The provisions of this permit are severable.  If any provision of this permit is held invalid, the remainder of this 
permit shall not be affected thereby. 
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ATTACHMENT 1 
 

APPLICABLE REGULATIONS 
 
Requirements Specifically Identified as Applicable 
 
Compliance with the terms contained in this permit shall be deemed compliance with the following federally 
applicable requirements in effect on the date of permit issuance: 
 
Code of Federal Regulations, Title 40 Part 60 
 

Subpart A: General Provisions. 
 

60.7(a)(1), 60.7(a)(3), 60.7(a)(4), 60.7(b), 60.7(f), 60.7(f)(3), 60.8(a), 60.8(b), 60.8(c), 
60.8(d), 60.8(e), 60.8(f), 60.11(d), 60.11(g), 60.12, and 60.15 

 
 

Subpart I: New Source Performance Standards (NSPS) for Hot Mix Asphalt Plants 
 

60.92(a)(1), 60.92(a)(2), 60.11(d), 60.12, 60.93(b)(1), 60.93(a)(2), 60.93(b)(2), 60.11 
 
 

Subpart OOO New Source Performance Standards (NSPS) for Nonmetallic Mineral Processing Plants 
 

60.670(a)(1), 60.670(f), 60.672(a), 60.672(b), 60.672(d), 60.675(a), 60.675(b), 60.675(c), 
60.675(a),(b),(c) & (e), 60.676.(a) 

 
 
Compliance with the terms contained in this permit shall be deemed compliance with the following non-federally 
applicable requirements in effect on the date of permit issuance: 
 
Pima County Code (PCC) Title 17, Chapter 17.16.: 
 

17.16.030 Odor Limiting Standards 
17.16.060 Fugitive Dust Producing Activities 
17.16.080 Vacant Lots and Open Spaces 
17.16.100 Particulate Materials 
17.16.110 Storage Piles 
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ATTACHMENT 2 
 

EQUIPMENT LIST (HOT MIX ASPHALT PLANT) 
 

Equipment 
ID Description Size/ Max Capacity Manufacturer Model Serial No. Date of 

Manufacture

Applicable to 
NSPS 

Subpart I 
Y/N 

110 Screen 5 x 16, 2 deck Diester USM 2516 549176 Unknown Y 
111 Screen 4 x 12, 2-deck Diester USM 1412 541177 Unknown Y 
319 Silo Unknown Unknown Unknown Unknown Unknown Y 
321 Bin 15’ x 10’ Kolberg 20 ton 2092-924-86 01/01/1986 Y 
322 Bin 15’ x 10’ Kolberg 20 ton 2030-924-86 01/01/1986 Y 
323 Bin 15’ x 10’ Kolberg 20 ton 2031-924-86 01/01/1986 Y 
324 Bin 15’ x 10’ Kolberg 20 ton 2032-924-86 01/01/1986 Y 
325 Bin 15’ x 10’ Kolberg 20 ton 2033-924-86 01/01/1986 Y 
326 Silo 200 Tons Astec Unknown Unknown 01/01/1991 Y 
327 Silo 200 Tons Astec Unknown Unknown 01/01/1991 Y 
328 Silo 200 Tons Astec Unknown Unknown 01/01/1991 Y 
329 Silo 65 Tons Unknown Unknown Unknown Unknown Y 
330 Bin 20 Tons Unknown Unknown Unknown Unknown Y 
358 Silo 30 Tons Con-E-Co BF 1139 Unknown Unknown Y 
367 Bin 10 x 10 Unknown Unknown Unknown Unknown Y 
369 Bin 10’ x 15’ Unknown Unknown Unknown Unknown Y 
403 Tank 25,000 gals Unknown Unknown Unknown Unknown N 
407 Tank 10,000 gals Unknown Unknown Unknown Unknown N 
408 Tank 8,000 gals Unknown Unknown Unknown Unknown N 
411 Tank 4 Tons Astec Unknown Unknown 01/01/1991 N 
418 Tank 25,000 gals CEI Unknown C97-097 11/04/1997 N 
506 Compressor ½ HP Speedair Unknown 39983 Unknown N 
521 Compressor 50 HP Quincy QSI-245 90344J 02/1999 N 
678 Heater 1000 gph CEI C-HFP-100R C05006 06/17/2005 N 
722 Dryer 8’x35’ Astec Unknown Unknown 12-2005 Y 

 
Continued on Page 17 of this permit
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EQUIPMENT LIST (HOT MIX ASPHALT PLANT) - CONTINUED 
 

Equipment ID Description Size/ Max Capacity Manufacturer Model Serial No. Date of 
Manufacture

Applicable to NSPS 
Subpart I 

Y/N 
723 Scales 10’x140’ Astec lps-140-10 91-122-625 1991 N 

724 Baghouse 832  4-5/8x10’ Bag Astec 
43’ x 11’4” 
14 modules 
58,253 CFM 

91-122 1991 Y 

725 Heater 3,680,100 BTU/HR CEI CEI-3600G CO7-161 2007 N 
726 Pump 7.5 HP Viking 35-KNT Unknown Unknown N 
727 Pump 25 HP Viking 35-KNT Unknown Unknown N 
728 Burner 120 MMBtu Haulk Starjet  SJ-580 Unknown 1991 N 
729 Fan (2) 125 HP Astec Unknown 91-122 1991 N 
731 Fan 100 HP Astec Unknown 91-122 1991 N 
732 Pugmill 100 HP Cedarapids Unknown 91-122 1974 Y 
786 Baghouse 800 CFM Mc Neilus SV-270 Unknown 2003 Y 
857 Conveyor 30” x 40’ Cedarapids Unknown Unknown 1/1/1974 Y 
860 Conveyor 30”x60’ Cedarapids Unknown Unknown 1/1/1974 Y 
861 Conveyor 30”x60’ Cedarapids Unknown Unknown 1991 Y 
889 Conveyor 30” x 50’ Company Constructed n/a n/a Unknown Y 
890 Conveyor 30” x 70’ Kolberg Unknown Unknown 1/1/1972 Y 
891 Slat 36” x 15’ Astec Unknown 91-122 1/1/1991 Y 
892 Slat 36” x 15’ Astec Unknown 91-122 1/1/1991 Y 
893 Slat 36”x15’ Astec Unknown 91-122 1/1/1991 Y 
895 Conveyor 24” x 48’ Unknown Unknown Unknown 1/1/1974 Y 
896 Auger 14” / 10 HP Astec Unknown 91-122 1991 Y 
897 Conveyor 30” x 6’ Astec Unknown 91-122 1/1/1991 Y 
899 Auger 14” / 10 HP Astec Unknown 91-122 1/1/1991 Y 
900 Auger 14” / 10 HP Astec Unknown 91-122 1/1/1991 Y 
903 Conveyor 30” x 30’ Company Constructed n/a n/a Unknown Y 
904 Conveyor 30” x 30’ Company Constructed n/a n/a Unknown Y 
934 Conveyor 30” x 90’ Kolberg Unknown 6119-1230-86 1/1/1986 Y 

 
Continued on Page 18 of this permit 
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EQUIPMENT LIST (HOT MIX ASPHALT PLANT) - CONTINUED 
 

Equipment 
ID Description Size/ Max Capacity Manufacturer Model Serial No. Date of 

Manufacture 

Applicable to NSPS 
Subpart I 

Y/N 
936 Auger 14” X 17.5’,  5 HP Unknown Unknown Unknown Unknown Y 

977 Auger Unknown Saguaro 
Conveyor Unknown Unknown Unknown Y 

009 Crusher 225 TPH Hammermill-
Telsmith 24” x 20” 232M210 1/1/1994 N* 

 
* The crusher (Equipment ID 009) is subject to NSPS Subpart OOO : Standards of Performance for Nonmetallic Mineral Processing Plants.  The 

original air quality operating permit application identified this unit having a capacity of a 225 tph. 
 


	 Mukonde Chama P.E., Air Permits Supervisor, PDEQ 
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