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SPECIFIC CONDITIONS 
[References are to Title 17 of the Pima County Code [PCC] unless otherwise noted] 

 
Attachment 2 to the ATO – NESHAP Subpart JJJJJJ Requirements for Oil Fired Boilers 

 
In accordance with condition 119.d  and 119.f.ii of the general permit, and as stated in condition 8 below, the 
provisions in this attachment are applicable to new, reconstructed, or existing “oil-fired” boilers identified in the 
ATO that are subject to NESHAP Subpart JJJJJJ.  The general provisions of §63.1 through §63.15 apply to 
affected boilers as indicated in Table 8 to NESHAP Subpart JJJJJJ.  The provisions of this Section are Federally 
Enforceable unless otherwise noted. 

[40 CFR Part 63, Subpart JJJJJJ is implemented by the United States Environmental Protection Agency] 
 

Emission Limitations and Management Practices [PCC 17.12.185.A.2] 
 

1. Operation and Maintenance Requirement 
 

At all times you must operate and maintain any affected source, including associated air pollution control 
equipment and monitoring equipment, in a manner consistent with safety and good air pollution control 
practices for minimizing emissions.  The general duty to minimize emissions does not require you to make 
any further efforts to reduce emissions if levels required by this standard have been achieved.  Determination 
of whether such operation and maintenance procedures are being used will be based on information available 
to the Control Officer that may include, but is not limited to, monitoring results, review of operation and 
maintenance procedures, review of operation and maintenance records, and inspection of the source. 

[40 CFR 63.11205(a)] 
2. Emission Limits 
 

a. The Permittee must comply with each emission limit specified in Table 1 of 40 CFR Part 63, Subpart 
JJJJJJ that applies to the Permittee’s boiler, as stated in the table below. 

[PCC 17.12.190.B & 40 CFR 63.11211(a) & Table 1 of 40 CFR Part 63, Subpart JJJJJJ] 
 

TABLE 1 – To Subpart JJJJJJ of Part 63 - EMISSION LIMITS (Oil Fired Only) 
 

If your boiler is in this 
subcategory… Pollutant Limit Monitoring 

New – Small  (<10MMBtu/hr) n/a n/a (See Below) 

1.  New oil-fired boilers 
     ( > 10 MMBtu/hr) that do not 
     meet the  definition of limited 
    use boiler. 

PM 
(Filterable) 

0.03 lb/MMBtu 
of heat input See below 

Note: 
For new or reconstructed oil-fired boilers that commenced construction or reconstruction on 
or before September 14, 2016 that combust only oil that contains no more than 0.50 weight 
percent sulfur or a mixture of 0.50 weight percent sulfur oil with other fuel not subject to a 
PM emission limit under 40 CFR Part 63, Subpart JJJJJJ, and that do not use a post-
combustion technology (except a wet scrubber) to reduce PM or sulfur dioxide emissions, 
are not subject to the PM emission limit until September 14, 2019, providing the Permittee 
monitors and records on a monthly basis the type of fuel combusted.  If you intend to burn 
new type of fuel or fuel mixture, that does not meet the requirements of this paragraph, you 
must conduct a performance test within 60 days of burning the new fuel. On or after 
September 14, 2019, you are subject to the PM emission limit and you must demonstrate 
compliance with the PM emissions limit no later than March 12, 2020. 

[40 CFR 63.11210(e)] 
 

For new or reconstructed boilers that combust only ultra-low sulfur liquid fuel (distillate oil 
that has less than or equal to 15 ppm sulfur), you are not subject to the PM emission limit 
provided monitor and record on a monthly basis the type of fuel combusted. 

[40 CFR 63.11210(f)] 
 

If you intend to burn a new type of fuel other than ultra-low sulfur liquid fuel or gaseous 
fuels as defined in 40 CFR 63.11237, you must conduct a performance test within 60 days of 
burning the new fuel type.                                                                       [40 CFR 63.11220(b)(3)] 

The Permittee monitors and records 
on a monthly basis the type of fuel 
combusted as provided in condition 
36.c of the general permit. 
[PCC 17.12.350.A.3.a] 
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b. These standards apply at all times the affected boiler is operating, except during periods of startup and 
shutdown as defined in §63.11237, during which time the Permittee must comply only with Table 2 of 
40 CFR Part 63, Subpart JJJJJJ, as listed below. [40 CFR 63.11201(d)] 

 
3. Work Practice, Emission Reduction Measures, and Management Practices 
 

a. The Permittee must comply with each work practice standard, emission reduction measure, and 
management practice specified in the table below, which applies to the Permittee’s boiler.  An energy 
assessment completed on or after January 1, 2008 that meets or is amended to meet the energy 
assessment requirements in Table 2 satisfies the energy assessment requirement.  A facility that operates 
under an energy management program established through energy management systems compatible 
with ISO 50001, that includes the affected units, also satisfies the energy assessment requirement. 

[40 CFR 63.11201(b)] 
 

b. These standards apply at all times the affected boiler is operating, except during periods of startup and 
shutdown as defined in 40 CFR 63.11237, during which time the Permittee must comply only with 
Table 2, as stated below. [40 CFR 63.11201(d)] 

 
TABLE 2 - WORK PRACTICE STANDARDS, EMISSION REDUCTION MEASURES AND 

MANAGEMENT PRACTICES 
 

If your boiler is in this 
subcategory… You must meet the following … 

1. Existing or new oil-fired boilers 
     ( > 10 MMBtu/hr) 

Minimize the boiler's startup and shutdown periods and conduct startups and 
shutdowns according to the manufacturer's recommended procedures.  If 
manufacturer's recommended procedures are not available, you must follow 
recommended procedures for a unit of similar design for which manufacturer's 
recommended procedures are available. 

4. Existing oil-fired boilers with heat  
    input capacity greater than 5  
    MMBtu/hr that do not meet the  
    definition of seasonal boiler or  
    limited-use boiler, or use an oxygen  
    trim system that maintains an  
    optimum air-to-fuel ratio 

Conduct an initial tune-up as specified in §63.11214, and conduct a tune-up of the 
boiler biennially as specified in §63.11223. 

 5. New oil-fired boilers with heat input  
     capacity greater than 5 MMBtu/hr  
     that do not meet the definition of  
     seasonal boiler or limited use boiler,  
     or use an oxygen trim system that  
     maintains an optimum air-to fuel  
     ratio. 

Conduct a tune-up of the boiler biennially as specified in §63.11223. 

 8.  Existing seasonal boilers Conduct an initial tune-up as specified in §63.11214, and conduct a tune-up of the 
boiler every 5 years as specified in §63.11223 

 9.  New seasonal boilers Conduct a tune-up of the boiler every 5 years as specified in §63.11223. 

10. Existing limited-use boilers Conduct an initial tune-up as specified in §63.11214, and conduct a tune-up of the 
boiler every 5 years as specified in §63.11223. 

11. New limited-use boilers Conduct a tune-up of the boiler every 5 years as specified in §63.11223. 

12. Existing oil-fired boilers with heat 
      input capacity of equal to or less  
      than 5 MMBtu/hr 

Conduct an initial tune-up as specified in §63.11214, and conduct a tune-up of the 
boiler every 5 years as specified in §63.11223. 

13. New oil-fired boilers with heat  
      input capacity of equal to or less  
      than 5 MMBtu/hr 

Conduct a tune-up of the boiler every 5 years as specified in §63.11223. 

 - Table Continued on next page  
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TABLE 2 (Continued) 
 

If your boiler is in this 
Subcategory… You must meet the following … 

14. Existing oil-fired boilers with an  
      oxygen trim system that maintains  
      an optimum air-to-fuel ratio that  
      would otherwise be subject to a  
      biennial tune-up 

Conduct an initial tune-up as specified in §63.11214, and conduct a tune-up of the 
boiler every 5 years as specified in §63.11223. 

15. New oil-fired boilers with an  
      oxygen trim system that maintains  
      an optimum air-to-fuel ratio that  
      would otherwise be subject to a  
      biennial tune-up 

Conduct a tune-up of the boiler every 5 years as specified in §63.11223. 

16. Existing oil-fired boilers (units with  
      heat input capacity of 10 MMBtu/hr  
      and greater), not including limited- 
      use boilers 

Must have a one-time energy assessment performed by a qualified energy assessor.  An 
energy assessment completed on or after January 1, 2008, that meets or is amended to 
meet the energy assessment requirements in this table satisfies the energy assessment 
requirement. Energy assessor approval and qualification requirements are waived in 
instances where past or amended energy assessments are used to meet the energy 
assessment requirements.  A facility that operated under an energy management 
program developed according to the ENERGY STAR guidelines compatible with ISO 
50001 for at least a 1 year between January 1, 2008 and the compliance date specified 
in §63.11196 that includes the affected units also satisfies the energy assessment 
requirement.  The energy assessment must include the following with extent of the 
evaluation for items (1) to (4) appropriate for the on-site technical hours listed in 
§63.11237: 

 (1) A visual inspection of the boiler system, 

 
(2) An evaluation of operating characteristics of the affected boiler 
systems, specifications of energy use systems, operating and 
maintenance procedures, and unusual operating constraints, 

 
(3) An inventory of major energy use systems consuming energy from 
affected boiler(s) and which are under control of the boiler owner or 
operator, 

 (4) A review of available architectural and engineering plans, facility 
operation and maintenance procedures and logs, and fuel usage, 

 (5) A list of major energy conservation measures that are within the 
facility's control, 

 (6) A list of the energy savings potential of the energy conservation 
measures identified, and 

 
(7) A comprehensive report detailing the ways to improve efficiency, 
the cost of specific improvements, benefits, and the time frame for 
recouping those investments. 
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Compliance Determination  [PCC 17.12.185.A.3, 4 & 5] 
 
4. Initial Compliance Requirements 
 

a. For existing affected boilers that have applicable work practice standards, management practices, or 
emission reduction measures, you must demonstrate initial compliance no later than the compliance date 
that is specified in condition 40 CFR 63.11196, as stated in condition 8 below, except as provided in 
condition 4.f below. [40 CFR 63.11210(c)] 

 
b. For new or reconstructed oil-fired boilers that commenced construction or reconstruction on or before 

September 14, 2016, that combust only oil that contains no more than 0.50 weight percent sulfur or a 
mixture of 0.50 weight percent sulfur oil with other fuels not subject to a particulate matter (PM) 
emission limit under this subpart and that do not use a post-combustion technology (except a wet 
scrubber) to reduce PM or sulfur dioxide emissions, you are not subject to the PM emission limit in 
Table 1 of this subpart until September 14, 2019, providing you monitor and record on a monthly basis 
the type of fuel combusted. If you intend to burn a new type of fuel or fuel mixture that does not meet 
the requirements of this paragraph, you must conduct a performance test within 60 days of burning the 
new fuel. On and after September 14, 2019, you are subject to the PM emission limit in Table 1 and you 
must demonstrate compliance with the PM emission limit in Table 1 no later than March 12, 2020. 

[40 CFR 63.11210(e)] 
 

c. For new or reconstructed boilers that combust only ultra-low-sulfur liquid fuel as defined in § 63.11237, 
you are not subject to the PM emission limit in Table 1 providing you monitor and record on a monthly 
basis the type of fuel combusted. If you intend to burn a fuel other than ultra-low-sulfur liquid fuel or 
gaseous fuels as defined in § 63.11237, you must conduct a performance test within 60 days of burning 
the new fuel.   [40 CFR 63.11210(f)] 

 
d. For affected boilers that are new or reconstructed that have applicable work practice standards or 

management practices, you are not required to complete an initial performance tune-up, but you are 
required to complete the applicable biennial or 5-year tune-up as specified in §63.11223 as stated in 
condition 5.c through f of this attachment, no later than 25 months or 61 months, respectively, after the 
initial startup of the new or reconstructed affected source. [40 CFR 63.11210(g)] 

 
e. For affected boilers that switch fuels or make a physical change to the boiler that results in the 

applicability of a different subcategory within NESHAP, subpart JJJJJJ, or the boiler becoming subject 
to subpart JJJJJJ, you must demonstrate compliance within 180 days of the effective date of the fuel 
switch or the physical change. Notification of such changes must be submitted according to 
§63.11225(g) as stated in condition 7.f of this attachment. [40 CFR 63.11210(i)] 

 
f. For existing affected boilers that have not operated between the effective date of the rule and the 

compliance date that is specified for your source in §63.11196 as stated in condition 8, you must comply 
with the applicable provisions as specified below: [40 CFR 63.11210(k)] 

 
i. The Permittee must complete the initial performance tune-up, if subject to the tune-up requirements 

in condition 5 of this attachment, by following the procedures described in condition 5.b no later 
than 30 days after the re-start of the affected boiler. 

 
ii. The Permittee must complete the one-time energy assessment, if subject to the energy assessment 

requirements specified in Table 2, no later than 30 days after the restart of the affected boiler. 
 

g. The Permittee must conduct a performance tune-up according to condition 5 of this Attachment. 
       [40 CFR 63.11214(b)] 
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h. If the Permittee operates an existing affected boiler with a heat input capacity of 10 million Btu per hour 
or greater, the Permittee must submit a signed certification in the Notification of Compliance Status 
report that an energy assessment of the boiler and its energy use systems was completed according to 
Table 2 and is an accurate depiction of your facility at the time of the assessment or that the maximum 
number of on-site technical hours specified in the definition of energy assessment applicable to the 
facility has been expended. [40 CFR 63.11214(c)] 

 
5. Continuous Compliance Requirements 
 

a. For affected sources subject to the work practice standard or the management practices of a tune-up, the 
Permittee must conduct a performance tune-up according to condition 5.b through f of this Section, and 
keep records as required in 40 CFR 63.11225(c), as stated in condition 7.c of this Attachment, to 
demonstrate continuous compliance. The Permittee must conduct the tune-up while burning the type of 
fuel (or fuels in the case of boilers that routinely burn two types of fuels at the same time) that provided 
the majority of the heat input to the boiler over the 12 months prior to the tune-up. [40 CFR 63.11223(a)] 

 
b. Except as specified in condition 5.c through f of this Section, the Permittee must conduct a tune-up of 

the boiler biennially to demonstrate continuous compliance as specified in condition 5.b.i through vii as 
stated below. Each biennial tune-up must be conducted no more than 25 months after the previous tune-
up. For a new or reconstructed boiler, the first biennial tune-up must be no later than 25 months after the 
initial startup of the new or reconstructed boiler. [40 CFR 63.11223(b)] 

 
Tune Up Procedures 

 
i. As applicable, inspect the burner, and clean or replace any components of the burner as necessary 

(the Permittee may delay the burner inspection until the next scheduled unit shutdown, not to 
exceed 36 months from the previous inspection). Units that produce electricity for sale may delay 
the burner inspection until the first outage, not to exceed 36 months from the previous inspection.   

[40 CFR 63.11223(b)(1)] 
 

ii. Inspect the flame pattern, as applicable, and adjust the burner as necessary to optimize the flame 
pattern. The adjustment should be consistent with the manufacturer's specifications, if available. 

[40 CFR 63.11223(b)(2)] 
 

iii. Inspect the system controlling the air-to-fuel ratio, as applicable, and ensure that it is correctly 
calibrated and functioning properly (the Permittee may delay the inspection until the next 
scheduled unit shutdown, not to exceed 36 months from the previous inspection). Units that 
produce electricity for sale may delay the inspection until the first outage, not to exceed 36 months 
from the previous inspection.  [40 CFR 63.11223(b)(3)] 

 
iv. Optimize total emissions of CO. This optimization should be consistent with the manufacturer's 

specifications, if available, and with any nitrogen oxide requirement to which the unit is subject. 
[40 CFR 63.11223(b)(4)] 

 
v. Measure the concentrations in the effluent stream of CO in parts per million, by volume, and 

oxygen in volume percent, before and after the adjustments are made (measurements may be either 
on a dry or wet basis, as long as it is the same basis before and after the adjustments are made). 
Measurements may be taken using a portable CO analyzer. [40 CFR 63.11223(b)(5)] 

 
vi. Maintain on-site and submit, if requested by the Administrator, a report containing the following 

information:  [40 CFR 63.11223(b)(6)] 
 

(a) The concentrations of CO in the effluent stream in parts per million, by volume, and oxygen in 
volume percent, measured at high fire or typical operating load, before and after the tune-up of 
the boiler. [40 CFR 63.11223(b)(6)(i)] 
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(b)  A description of any corrective actions taken as a part of the tune-up of the boiler. 
[40 CFR 63.11223(b)(6)(ii)] 

 
(c) The type and amount of fuel used over the 12 months prior to the tune-up of the boiler, but 

only if the unit was physically and legally capable of using more than one type of fuel during 
that period. Units sharing a fuel meter may estimate the fuel use by each unit. 

[40 CFR 63.11223(b)(6)(iii)] 
 

vii.  If the unit is not operating on the required date for a tune-up, the tune-up must be conducted within 
30 days of startup. [40 CFR 63.11223(b)(7)] 

 
c. Boilers with an oxygen trim system that maintain an optimum air-to-fuel ratio that would otherwise be 

subject to a biennial tune-up must conduct a tune-up of the boiler every 5 years as specified in condition 
5.b.i through vii., as stated above.  Each 5-year tune-up must be conducted no more than 61 months 
after the previous tune-up.  For a new or reconstructed boiler with an oxygen trim system, the first 5-
year tune-up must be no later than 61 months after the initial startup.  The Permittee may delay the 
burner inspection specified in condition 5.b.i and inspection of the system controlling the air-to-fuel 
ratio specified in condition 5.b.iii, as stated above, until the next scheduled unit shutdown, but the 
Permittee must inspect each burner and system controlling the air-to-fuel ratio at least once every 72 
months.  If an oxygen trim system is utilized on a unit without emission standards to reduce the tune-up 
frequency to once every 5 years, set the oxygen level no lower than the oxygen concentration measured 
during the most recent tune-up. [40 CFR 63.11223(c)] 

 
d. Seasonal boilers must conduct a tune-up every 5 years as specified in condition 5.b.i through vii. as 

stated above.  Each 5-year tune-up must be conducted no more than 61 months after the previous tune-
up.  For a new or reconstructed seasonal boiler, the first 5-year tune-up must be no later than 61 months 
after the initial startup.  The Permittee may delay the burner inspection specified in condition 5.b.i until 
the next scheduled unit shutdown, but the Permittee must inspect each burner and system controlling the 
air-to-fuel ratio at least once every 72 months.  Seasonal boilers are not subject to the emission limits in 
Table 1 or the operating limits in Table 3 to subpart JJJJJJ. [40 CFR 63.11223(d)] 

 
e. Oil-fired boilers with a heat input capacity of equal to or less than 5 million Btu per hour must conduct 

a tune-up every 5 years as specified in condition 5.b.i through vii.  Each 5-year tune-up must be 
conducted no more than 61 months after the previous tune-up.  For a new or reconstructed oil-fired 
boiler with a heat input capacity of equal to or less than 5 million Btu per hour, the first 5-year tune-up 
must be no later than 61 months after the initial startup.  The Permittee may delay the burner inspection 
specified in condition 5.b.i and inspection of the system controlling the air-to-fuel ratio specified in 
condition 5.b.iii, as stated above, until the next scheduled unit shutdown, but you must inspect each 
burner and system controlling the air-to-fuel ratio at least once every 72 months.  [40 CFR 63.11223(e)] 

 
f. Limited-use boilers must conduct a tune-up every 5 years as specified in condition 5.b.i through vii.  

Each 5-year tune-up must be conducted no more than 61 months after the previous tune-up.  For a new 
or reconstructed limited-use boiler, the first 5-year tune-up must be no later than 61 months after the 
initial startup.  The Permittee may delay the burner inspection specified in condition 5.b.i and inspection 
of the system controlling the air-to-fuel ratio specified in condition 5.b.iii, as stated above, until the next 
scheduled unit shutdown, but you must inspect each burner and system controlling the air-to-fuel ratio at 
least once every 72 months.  Limited-use boilers are not subject to the emission limits in Table 1, the 
energy assessment requirements in Table 2, or the operating limits in Table 3 to subpart JJJJJJ. 

[40 CFR 63.11223(f)] 
 
6. Monitoring Requirements 
 
 Comply with condition 36 of the general permit. 
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7. Notification, Reporting, And Recordkeeping Requirements 
 

a. Notifications Requirements 
 

The Permittee must submit the following notifications to the Administrator. 
 

i. The Permittee must submit an Initial Notification as required in 40 CFR 63.9(b)(2) no later than 
January 20, 2014 or within 120 days after the source becomes subject to the standard. 

[40 CFR 63.11225(a)(2)] 
 

ii. The Permittee must submit the Notification of Compliance Status in accordance with 40 CFR 
63.9(h) no later than 120 days after the applicable compliance date specified §63.11196, as stated 
in condition 8, unless you must conduct a performance stack test. If you own or operate a new 
boiler subject to a requirement to conduct a tune-up, you are not required to prepare and submit a 
Notification of Compliance Status for the tune-up.  If you must conduct a performance stack test, 
you must submit the Notification of Compliance Status within 60 days of completing the 
performance stack test.  You must submit the Notification of Compliance Status in accordance with 
condition 7.a.ii(a) & (e), as stated below. The Notification of Compliance Status must include the 
information and certification(s) of compliance as provided below, as applicable, and signed by a 
responsible official. [40 CFR 63.11225(a)(4)] 

 
(a) You must submit the information required in 40 CFR 63.9(h)(2), except the information listed 

in 40 CFR 63.9(h)(2)(i)(B), (D), (E), and (F).  [40 CFR 63.11225(a)(4)(i)] 
 

(b) “This facility complies with the requirements in 40 CFR 63.11214 to conduct an initial tune-
up of the boiler.”  [40 CFR 63.11225(a)(4)(ii)] 

 
(c) “This facility has had an energy assessment performed according to 40 CFR 63.11214(c).” 

[40 CFR 63.11225(a)(4)(iii)] 
 

(d) For units that do not qualify for a statutory exemption as provided in section 129(g)(1) of the 
Clean Air Act: “No secondary materials that are solid waste were combusted in any affected 
unit.”  [40 CFR 63.11225(a)(4)(v)] 

 
(e) The notification must be submitted electronically using the Compliance and Emissions Data 

Reporting Interface (CEDRI) that is accessed through EPA's Central Data Exchange (CDX) 
(www.epa.gov/cdx). However, if the reporting form specific to this subpart JJJJJJ is not 
available in CEDRI at the time that the report is due, the written Notification of Compliance 
Status must be submitted to the Administrator at the appropriate address listed in 40 CFR 
63.13.  [40 CFR 63.11225(a)(4)(vi)] 

 
b. Reporting Requirements 

 
i. The Permittee must prepare, by March 1 of each year, and submit to the delegated authority upon 

request, an annual compliance certification report for the previous calendar year containing the 
information below.  You must submit the report by March 15 if you had any instance described by 
condition 7.b.i.(c). For boilers that are subject only to the energy assessment requirement and/or a 
requirement to conduct a biennial or 5-year tune-up according to §63.11223(a) and not subject to 
emission limits or operating limits, you may prepare only a biennial or 5-year compliance report as 
specified in condition 7.b.i.(a) and (b). [40 CFR 63.11225(b)] 

 
(a) Company name and address. [40 CFR 63.11225(b)(1)] 
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(b) Statement by a responsible official, with the official's name, title, phone number, email 
address, and signature, certifying the truth, accuracy and completeness of the notification and 
a statement of whether the source has complied with all the relevant standards and other 
requirements. Your notification must include the following certification(s) of compliance, as 
applicable, and signed by a responsible official: [40 CFR 63.11225(b)(2)] 

 
(i) “This facility complies with the requirements in §63.11223 to conduct a biennial or 5-

year tune-up, as applicable, of each boiler.” [40 CFR 63.11225(b)(2)(i)] 
 

(ii) For units that do not qualify for a statutory exemption as provided in section 129(g)(1) of 
the Clean Air Act: “No secondary materials that are solid waste were combusted in any 
affected unit.” [40 CFR 63.11225(b)(2)(ii)] 

 
(c) If the source experiences any deviations from the applicable requirements during the reporting 

period, include a description of deviations, the time periods during which the deviations 
occurred, and the corrective actions taken. [40 CFR 63.11225(b)(3)] 

 
ii. The Permittee shall maintain on-site and submit, if requested by the Administrator, a report 

containing the following information:  [40 CFR 63.11223(b)(6)] 
 

(a) The concentrations of CO in the effluent stream in parts per million, by volume, and oxygen in 
volume percent, measured at high fire or typical operating load, before and after the tune-up of 
the boiler. [40 CFR 63.11223(b)(6)(i)] 

 
(b) A description of any corrective actions taken as a part of the tune-up of the boiler. 

[40 CFR 63.11223(b)(6)(ii)]  
 

(c) The type and amount of fuel used over the 12 months prior to the tune-up of the boiler, but 
only if the unit was physically and legally capable of using more than one type of fuel during 
that period. Units sharing a fuel meter may estimate the fuel use by each unit. 

[40 CFR 63.11223(b)(6)(iii)] 
 

c. Recordkeeping Requirements 
 

The Permittee must maintain the records specified below: [40 CFR 63.11225(c)] 
 

i. As required in 40 CFR 63.10(b)(2)(xiv), the Permittee must keep a copy of each notification and 
report that the Permittee submitted to comply and all documentation supporting any Initial 
Notification or Notification of Compliance Status that the Permittee submitted. 

[40 CFR 63.11225(c)(1)] 
 

ii. The Permittee must keep records to document conformance with the work practices, emission 
reduction measures, and management practices required by 40 CFR 63.11214 and 40 CFR 
63.11223 as specified in below: [40 CFR 63.11225(c)(2)] 

 
(a) Records must identify each boiler, the date of tune-up, the procedures followed for tune-up, 

and the manufacturer's specifications to which the boiler was tuned. [40 CFR 63.11225(c)(2)(i)] 
 

(b) For each boiler required to conduct an energy assessment, you must keep a copy of the energy 
assessment report. [40 CFR 63.11225(c)(2)(iii)] 

 
(c) For each boiler subject to an emission limit in Table 1 to this subpart, you must keep records 

of monthly fuel use by each boiler, including the type(s) of fuel and amount(s) used. For each 
new oil-fired boiler that meets the requirements of conditions 4.b or c, you must keep records, 
on a monthly basis, of the type of fuel combusted.  [40 CFR 63.11225(c)(2)(iv)]  
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(d) For each boiler that meets the definition of seasonal boiler, you must keep records of days of 
operation per year. [40 CFR 63.11225(c)(2)(v)] 

 
(e) For each boiler that meets the definition of limited-use boiler, you must keep a copy of the 

federally enforceable permit that limits the annual capacity factor to less than or equal to 10 
percent and records of fuel use for the days the boiler is operating. [40 CFR 63.11225(c)(2)(vi)] 

 
iii. Records of the occurrence and duration of each malfunction of the boiler, or of the associated air 

pollution control and monitoring equipment. [40 CFR 63.11225(c)(4)] 
 

iv. Records of action taken during periods of malfunction to minimize emissions in accordance with 
the general duty to minimize emissions in 40 CFR 63.11205, as stated in condition 1, including 
corrective actions to restore the malfunctioning boiler, air pollution control, or monitoring 
equipment to its normal manner of operation. [40 CFR 63.11225(c)(5)] 

 
v. A copy of the report required in condition 5.b.vi. [40 CFR 63.11223(b)(6)] 

 
d. The Permittee’s records must be in a form suitable and readily available for expeditious review. You 

must keep each record for 5 years following the date of each recorded action. You must keep each 
record on-site or be accessible from a central location by computer or other means that instantly provide 
access at the site for at least 2 years after the date of each recorded action. You may keep the records off 
site for the remaining 3 years. [40 CFR 63.11225(d)] 

 
e. If The Permittee has switched fuels or made a physical change to the boiler and the fuel switch or 

change resulted in the applicability of a different subcategory within subpart JJJJJJ, in the boiler 
becoming subject to subpart JJJJJJ, or in the boiler switching out of subpart JJJJJJ due to a change that 
results in the boiler meeting the definition of gas-fired boiler as defined in § 63.11237, or the Permittee 
has taken a permit limit that resulted in being subject to, or no longer being subject to, subpart JJJJJJ, 
the Permittee must provide notice of the date upon which the Permittee switched fuels, made the 
physical change, or took a permit limit within 30 days of the change.  The notification must identify: 

[40 CFR 63.11225(g)] 
 

i. The name of the owner or operator of the affected source, the location of the source, the boiler(s) 
that have switched fuels, were physically changed, or took a permit limit, and the date of the notice. 

 
ii. The date upon which the fuel switch, physical change, or permit limit occurred. 

 
8. Affected Sources 
 

a. The provisions of this section of the permit are applicable to owners and operators of industrial, 
commercial, or institutional boilers as defined in §63.11237 that are located at, or part of, an area source 
of hazardous air pollutants (HAP), as defined in §63.2, except as specified in §63.11195. 

[40 CFR 63.11193] 
 

b. Applicable to each new, reconstructed , or existing affected source as follows: [40 CFR 63.11194(a)] 
 

i The affected source is the collection of all existing industrial, commercial, and institutional boilers 
within a subcategory, as listed in §63.11200 and defined in §63.11237, located at an area source. 

[40 CFR 63.11194(a)(1)] 
 

ii. The affected source is each new or reconstructed industrial, commercial, or institutional boiler 
within a subcategory, as listed in §63.11200 and as defined in §63.11237, located at an area source. 

[40 CFR 63.11194(a)(2)] 
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iii. An affected source is an “existing” source if construction or reconstruction was commenced on or 
before June 4, 2010. [40 CFR 63.11194(b)] 

 
iv. An affected source is a new source if construction was commenced after June 4, 2010, and the 

boiler meets the applicability criteria at the time construction commenced. [40 CFR 63.11194(c)] 
 

v. An affected source is a reconstructed source if the boiler meets the reconstruction criteria as 
defined in §63.2, reconstruction commenced after June 4, 2010, and the boiler meets the 
applicability criteria at the time reconstruction commenced. [40 CFR 63.11194(d)] 

 
vi An existing dual-fuel fired boiler meeting the definition of gas-fired boiler, as defined in 

§63.11237, that meets the applicability requirements after June 4, 2010 due to a fuel switch from 
gaseous fuel to solid fossil fuel, biomass, or liquid fuel is considered to be an existing source under 
as long as the boiler was designed to accommodate the alternate fuel. [40 CFR 63.11194(e)] 

 
c. Compliance Dates 

 
i. If you own or operate an existing affected boiler, you must achieve compliance with the applicable 

provisions as follows: 
 

(a) If the existing affected boiler is subject to a work practice or management practice standard of 
a tune-up, you must achieve compliance with the work practice or management practice 
standard no later than March 21, 2014. 

 
(b) If the existing affected boiler is subject to emission limits, you must achieve compliance with 

the emission limits no later than March 21, 2014. 
 

(c) If the existing affected boiler is subject to the energy assessment requirement, you must 
achieve compliance with the energy assessment requirement no later than March 21, 2014. 

 
ii. If you start up a new affected source on or before May 20, 2011, you must achieve compliance with 

the provisions of no later than May 20, 2011. 
 

iii. If you start up a new affected source after May 20, 2011, you must achieve compliance with the 
provisions of upon startup of your affected source. 


