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GENERAL CONSTRUCTION NOTES

1. THE CONTRACTOR AGREES TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR
JOBSITE CONDITIONS DURING THE COURSE OF THE PROJECT, INCLUDING SAFETY OF
ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND
NOT BE LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND,
INDEMNIFY, AND HOLD PIMA COUNTY OR ITS REPRESENTATIVE, ACTING AS THE
COUNTY’S AGENT, AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL
OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF THE WORK ON THIS
PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF PIMA
COUNTY OR ITS REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT, AND THE
ENGINEER.

2.  THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OCCUPATIONAL SAFETY AND
HEALTH ADMINISTRATION (OSHA) REGULATIONS AT ALL TIMES.

3. AN APPROVED/ACCEPTED SET OF THE PROJECT PLANS TOGETHER WITH THE
CONTRACT DOCUMENTS, ANY ADDENDA [SSUED PRIOR TO THE BID OPENING, AND
ANY EXECUTED CONTRACT CHANGE ORDER(S) OR SUPPLEMENTAL AGREEMENT(S)
ISSUED SUBSEQUENT TO THE AWARD OF THE CONTRACT SHALL BE MAINTAINED BY
THE CONTRACTOR IN AN EASILY ACCESSIBLE LOCATION ON THE PROJECT SITE UNTIL
SUCH TIME THAT CONSTRUCTION ACTIVITIES ARE COMPLETED AND/OR FINAL
ACCEPTANCE OF THE PROJECT BY PIMA COUNTY.

4.  ALL MATERIALS, CONSTRUCTION, AND WORKMANSHIP SHALL CONFORM TO THE PAG
STANDARD SPECIFICATIONS FOR PUBLIC IMPROVEMENTS, VOLUME 1, 2015 EDITION
AND THE PAG STANDARD SPECIFICATIONS FOR PUBLIC IMPROVEMENTS, DETAILS,
VOLUME 2, 2015 EDITION EXCEPT AS MODIFIED BY CURRENT EDITIONS AND/OR THE
PROJECT CONTRACT DOCUMENTS.

5. THE CONSTRUCTION OBSERVATION AND INSPECTION OF THE CONTRACTOR'S WORK BY
AN AGENCY, PIMA COUNTY PERSONNEL AND/OR THE COUNTY'S REPRESENTATIVE,
ACTING AS THE COUNTY’S AGENT, SHALL IN NO WAY RELIEVE THE CONTRACTOR

AND/OR ITS SUBCONTRACTOR(S) OF THE RESPONSIBILITY FOR COMPLIANCE WITH THE
REQUIREMENTS OF THE CONTRACT DOCUMENTS, CONSTRUCTION PLANS,
SPECIFICATIONS, AND ANY OTHER APPLICABLE REGULATION(S) PERTAINING AND
ASSOCIATED THERETO. IF THE ENGINEER OF RECORD, AN AGENCY, PIMA COUNTY
PERSONNEL, OR THE COUNTY'S REPRESENTATIVE FAIL TO POINT OUT A DEFECT,
DEFICIENCY OR ERROR IN THE WORK FROM LACK OF DISCOVERY OR FOR ANY
OTHER REASON, IT SHALL IN NO WAY PREVENT LATER REJECTION OR RELIEVE THE
CONTRACTOR OF PERFORMING CORRECTIONS TO THE UNSATISFACTORY WORK WHEN
DISCOVERED. THE CONTRACTOR SHALL NOT FILE A CLAIM FOR LOSSES SUFFERED
DUE TO ANY NECESSARY REMOVALS OR REPAIRS RESULTING FROM THE
UNSATISFACTORY WORK.

6. THE CONTRACTOR SHALL GIVE A MINIMUM OF FORTY—EIGHT (48) HOURS NOTICE TO
PIMA COUNTY WHEN THEY SHALL REQUIRE THE SERVICES OF THE COUNTY
INSPECTOR, ENGINEER, AGENT, OR ANY OTHER PERSON FOR PURPOSES INVOLVING
ANY PORTION OF THE WORK SO REQUIRED.

/. OMISSIONS OR CONFLICTS BETWEEN VARIOUS ELEMENTS OF THE DRAWINGS, NOTES,
AND DETAILS SHALL BE BROUGHT TO THE ATTENTION OF PIMA COUNTY OR THE
COUNTY'S REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT, AND THE ENGINEER A
MINIMUM OF FORTY—EIGHT (48) HOURS BEFORE THAT PORTION OF THE PROJECT IN
QUESTION IS TO BE CONSTRUCTED. IF THE COUNTY AND THE ENGINEER ARE NOT
NOTIFIED ACCORDINGLY, ANY DISCREPANCIES SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR.

8. IF UNANTICIPATED CONDITIONS ARE ENCOUNTERED DURING THE COURSE OF
CONSTRUCTION AND ARE BEYOND THE SCOPE OF THE DESIGN, THE CONITRACTOR
SHALL IMMEDIATELY NOTIFY PIMA COUNTY OR THE COUNTY'S REPRESENTATIVE, ACTING
AS THE COUNTY'S AGENT, AND THE ENGINEER. THE CONTRACTOR SHALL EMPLOY
MEASURES AT ITS DISPOSAL TO MITIGATE THE DETRIMENTAL EFFECTS TO THE
PROJECT OF THE UNANTICIPATED CONDITIONS AND TO PROVIDE TS RELEVANT
EXPERTISE TO ASSIST THE COUNTY AND/OR ITS REPRESENTATIVES IN THE
PREFPARATION OF NECESSARY REVISED IMPROVEMENT PLANS FOR REVIEW AND
APPROVAL BY THE APPLICABLE AUTHORIZING AGENCY/AGENCIES. THE CONTRACTOR
SHALL NOT RESUME CONSTRUCTION THAT HAS BEEN AFFECTED BY THE
UNANTICIPATED CONDITIONS UNTIL DIRECTED TO DO SO BY PIMA COUNTY.

9.  THE EXISTENCE AND LOCATION OF ANY EXISTING UNDERGROUND UTILITIES OR
STRUCTURES SHOWN ON THESE PLANS WERE OBTAINED BY A SEARCH OF THE
AVAILABLE RECORDS. APPROVAL OF THIS PLAN DOES NOT CONSTITUTE A
REPRESENTATION OF THE ACCURACY OR COMPLETENESS OF THE LOCATION OR THE
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EXISTENCE OR NONEXISTENCE OF ANY UNDERGROUND UTILITY OR STRUCTURE WITHIN
THE LIMITS OF THIS PROJECT. THE CONIRACTOR IS REQUIRED TO TAKE ALL
PRECAUTIONARY MEANS TO PROTECT ANY UITILITY NOT OF RECORD OR NOT SHOWN
ON THESE PLANS. THE CONTRACTOR SHALL VERIFY LOCATIONS AND ELEVATIONS OF
ALL UTILITIES PRIOR TO ANY CONSTRUCTION. THE CONTRACTOR SHALL BE SOLELY
AND COMPLETELY RESPONSIBLE FOR COSTS INCURRED AS A RESULT OF DAMAGE T0O
UTILITIES CAUSED BY ITS OPERATIONS.

THE CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL EXISTING UTILITIES
PRIOR TO ANY CONSTRUCTION. CALL ARIZONA 811 A MINIMUM OF (2) FULL WORKING
DAYS PRIOR TO EXCAVATION. SATURDAY, SUNDAY, AND RECOGNIZED HOLIDAYS ARE
NOT CONSIDERED WORKING DAYS. THE CONTRACTOR SHALL KEEP ALL ARIZONA 811
REQUESTS UP—TO-DATE AND COMPLY WITH APPLICABLE ARIZONA REVISED STATUTES
(A.R.S.), TITLE 40, CHAPTER 2, ARTICLE 6.3, SECTION 40-360.22. ERRORS SHALL
BE IMMEDIATELY REPORTED TO THE ENGINEER. THE PLAN LOCATIONS OF EXISTING
UTILITIES ARE APPROXIMATE BASED ON THE BEST INFORMATION AVAILABLE AND ARE
NOT INTENDED TO BE EXACT OR COMPLETE.

UTILITIES PROVIDERS /GOVERNMENT _AGENCIES:

UTILITY PROVIDERS

PIMA COUNTY RWRD (SEWER)
CITY OF TUCSON (WATER)
CITY OF TUCSON (ELECTRIC)
CENTURY LINK (COMM)

TEP (ELECTRIC)

CONTACT

BOB MACHEN
MELISSA ROJAS
CEASAR SALMERON
KYl SINT

PAULA POLANSKY

PHONE. NO.

(520) 724-9405
(520) 791-4133
(520) 791-4144
(480) 221-2615
(520) 917-2607

GOVERNMENT AGENCIES

PIMA COUNTY
REGIONAL FLOOD CONTROL DISTRICT

CONTACT PHONE. NO.

DEIRDRE BROSNIHAN ~ (520) 724—4636

THE CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED BY GOVERNMENTAL
AGENCIES UNLESS SPECIFIED OTHERWISE IN THE PROJECT CONITRACT DOCUMENTS.
NO WORK, AS DELINEATED ON THESE PLANS SHALL BE STARTED UNITIL THE
CONTRACTOR HAS OBTAINED ALL NECESSARY PERMITS FROM ALL AUTHORIZING
AGENCIES.

A FLOODPLAIN USE PERMIT IS NOT REQUIRED FOR THIS PROJECT.

RIGHT-OF—ENTRY IS NOT REQUIRED AS THE IMPROVEMENITS SHOWN WITHIN THESE
PLANS ARE WITHIN PIMA COUNTY REGIONAL FLOOD CONTROL DISTRICT PROPERTY.
HOWEVER, THE CONTRACTOR SHALL NOTIFY THE DISTRICT PRIOR TO COMMENCING
WORK. CONTACT DEIRDRE BROSNIHAN WITH PIMA COUNTY REGIONAL FLOOD CONTROL

DISTRICT AT (520) 724—-4636.

TEMPORARY CONSTRUCTION EASEMENTS ARE NOT REQUIRED PRIOR TO
COMMENCEMENT OF CONSTRUCTION.

A SWPPP IS REQUIRED FOR THIS PROJECT AS THE ESTIMATED AREA OF
DISTURBANCE IS GREATER THAN ONE ACRE. IN AN AREA OF DISTURBANCE EQUAL TO
OR GREATER THAN ONE ACRE THEN THE CONTRACTOR SHALL PREPARE AND SUBMIT
A NOTICE OF INTENT TO DISCHARGE (NOI) WITH THE ARIZONA DEPARTMENT OF
ENVIRONMENTAL QUALITY (ADEQ) AND ALL NECESSARY DOCUMENTATION. THE PIMA
COUNTY MUST REVIEW AND ACCEPT THE SWPPP PRIOR TO CONSTRUCTION.

ANY REMAINING DISTURBED AREAS, NOT OTHERWISE ALREADY TREATED, SHALL BE
STABILIZED IN A FINAL MANNER IN CONFORMANCE WITH THE SWPPP PREFPARED FOR

THIS PROJECT. A NOTICE OF TERMINATION (NOT) TO CLOSE OUT THE SWPPP’S
NOTICE OF INTENT (NOI) CANNOT BE FILED WITH ARIZONA DEPARTMENT OF

ENVIRONMENTAL QUALITY (ADEQ) UNTIL THESE FINAL STABILIZATION MEASURES ARE IN
PLACE AND ACCEPTED BY THE COUNTY.

VEGETATION CONFLICTING WITH CONSTRUCTION SHALL BE REMOVED AND DISPOSED OF
PROPERLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY AND ALL TIPPING
FEES FOR THE DISPOSAL OF MATERIALS WITHIN APPROVED SOLID WASTE FACILITY

(E.G., LANDFILL).

GRADING BOUNDARIES SHALL BE CLEARLY IDENTIFIED AND ALL WORK WILL BE
CONFINED TO WITHIN THE APPROVED PROJECT DISTURBANCE LIMITS SHOWN ON
THESE PLANS. NO WORK SHALL TAKE PLACE OUTSIDE OF THE LIMITS SHOWN ON
THESE PLANS. IF OFF=SITE GRADING WORK SHOULD BECOME NECESSARY, WRITTEN
PERMISSION SHALL BE OBTAINED IN ADVANCE FROM THE OWNER OF THE AFFECTED
PROPERTY.
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STANTEC CONSULTING SERVICES INC. AND IT'S SUBCONSULTANTS ARE NOT
RESPONSIBLE FOR THE IDENTIFICATION OF ENVIRONMENTAL RELATED ELEMENTS FOR
THIS PROJECT. THE CONTRACTOR SHALL CONSULT DIRECILY WITH PIMA COUNTY TO
DETERMINE WHAT ENVIRONMENTAL RELATED PERMITS, PROTECTED ZONES, MITIGATION
MEASURES SHALL BE REQUIRED PRIOR TO ANY CONSTRUCTION WORK.

ALL WORK SHOWN WITHIN THESE PLANS IS LOCATED WITHIN LAND OWNED BY PIMA
COUNTY. PARCEL BOUNDARY INFORMATION HAS NOT BEEN SHOWN WITHIN THESE
PLANS.

SURVEY LAYOUT AND SURVEY CONTROL SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR AND PERFORMED BY, OR UNDER THE DIRECT SUPERVISION OFf, A
REGISTERED LAND SURVEYOR (RLS) REGISTERED IN THE STATE OF ARIZONA. PRIOR
10 THE START OF SURVEY ACTMITIES, THE CONTRACTOR SHALL CONTACT THE PIMA
COUNTY TO ARRANGE A MEETING TO REVIEW HORIZONTAL AND VERTICAL SURVEY
LAYOUT AND CONTROL TO BE UTILIZED ON THE PROJECT.

THE CONTRACTOR SHALL PRESERVE ALL STAKES SET FOR THE LINES, LEVELS, OR
MEASUREMENTS OF THE WORK IN THEIR PROPER PLACES UNTIL AUTHORIZED TO

REMOVE THEM BY THE PIMA COUNTY OR THE COUNTY'S REPRESENTATIVE, ACTING AS

THE COUNTY'S AGENT. ANY EXPENSE INCURRED IN REPLACING ANY STAKES WHICH

THE CONTRACTOR OR HIS SUBORDINATES MAY HAVE FAILED TO PRESERVE SHALL BE

CHARGED TO THE CONIRACTOR.

ANY NECESSARY EARTHWORK OPERATIONS SHALL BE DONE UNDER THE
OBSERVATIONS OF A SOILS ENGINEER AND IN ACCORDANCE WITH THE
RECOMMENDATIONS AND SPECIFICATIONS SET FORTH IN THE SOILS REPORIT. THE
CONTRACTOR SHALL FACILITATE THE WORK OF THE SOILS ENGINEER DURING HIS
OBSERVATIONS AND TESTING. THE SOILS ENGINEER SHALL OBSERVE, INSPECT, AND

TEST ALL EARTHWORK OPERATIONS, INCLUDING, BUT NOT LIMITED TO, CLEARING AND

GRUBBING, SUBGRADE PREPARATION, STRUCTURAL AND TRENCH EXCAVATION AND

BACKFILL, AND PLACEMENT AND COMPACTION OF FILL. THE FINAL TEST RESULTS AND
APPROVAL FROM THE SOILS ENGINEER SHALL CONTAIN THE TYPE OF FIELD TESTING

PERFORMED. EACH TEST SHALL BE IDENTIFIED WITH THE METHOD OF OBTAINING THE
IN—PLACE DENSITY, WHETHER SAND CONE, DRIVE RING, OR NUCLEAR DENSITY GAUGE.

THE CONTRACTOR SHALL PROVIDE DOCUMENTATION OF THE FINAL TEST RESULTS TO
THE PIMA COUNTY. GEOTECHNICAL REPORT(S) ARE AVAILABLE FOR THIS PROJECT
UPON WRITTEN REQUEST TO THE DISTRICT.

THE CONTRACTOR SHALL BE RESPONSIBLE TO FURNISH, HAUL, AND APPLY ALL
WATER REQUIRED FOR COMPACTION AND FOR THE CONIROL OF DUST FROM
CONSTRUCTION ACTIVITY. EFFLUENT IS NOT ALLOWED TO BE USED FOR SUCH
PURPOSES. NO SEPARATE PAYMENT WILL BE MADE FOR WATER.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CARE, MAINTENANCE, REPAIR, OR

REPLACEMENT OF EXISTING IMPROVEMENTS IN THE WORK AREA WHICH HAVE BEEN

REMOVED OR DAMAGED DURING THE COURSE OF CONSTRUCTION. ADDITIONALLY, THE

CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT ALL ADJACENT PROPERTY AND
EXISTING IMPROVEMENTS THEREUPON, INCLUDING EXERCISING POSITIVE CONTROL OF
EARTH SPILLAGE, CONSTRUCTION WATER, AND RUNOFF WATERS. ALL REPAIR,
REPLACEMENT, OR CLEANUP SHALL BE DONE TO THE SATISFACTION OF THE

ENGINEER AND/OR OWNER AT NO EXPENSE TO THE ENGINEER AND/OR OWNER.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CALCULATE HIS OWN EARTHWORK
QUANTITIES AND SUBMIT HIS BID THEREON. EARTHWORK QUANTITIES SHOWN HEREON

ARE ESTIMATED ONLY.

CUT AND FILL SLOPES SHALL BE TRIMMED TO THE FINISH GRADE TO PRODUCE A

SMOOTH SURFACE AND UNIFORM CROSS—SECTION. THE SLOPE OF THE EXCAVATIONS

OR EMBANKMENTS SHALL BE SHAPED AND TRIMMED AS SHOWN ON THE PROJECT

PLANS AND LEFT IN A NEAT AND ORDERLY CONDITION. ALL ROOTS OR OTHER WASTE

MATIER EXPOSED ON EXCAVATION OR EMBANKMENT SLOPES SHALL BE REMOVED
AND LEGALLY DISPOSED OF OFF-SITE BY THE CONTRACTOR.

THE CONTRACTOR SHALL REMOVE AND RELOCATE, AS DIRECTED BY THE ENGINEER,
ALL MAILBOXES, FENCES, GATES, SIGNS, POSTS, PIPES, ETC. WITHIN THE
RIGHT—OF—WAY AND CONSTRUCTION EASEMENT AREAS. THE CONTRACTOR SHALL
COORDINATE WITH THE COUNTY PRIOR TO THE REMOVAL AND RELOCATION OF ALL
SUCH ITEMS LOCATED WITHIN PIMA COUNTY RIGHT—OF—WAY. THE COST OF THIS
WORK SHALL BE CONSIDERED AS INCIDENTAL TO THE OTHER ITEMS OF WORK,
EXCEPT WHEN THE PROJECT’S BIDDING SCHEDULE CONTAINS SPECIFIC ITEMS ON A
UNIT BASIS.

THE SALVAGED HANDRAIL SHOWN WITHIN THESE PLANS ASSUMES A VERTICAL POST
HEIGHT OF BETWEEN 40-42 INCHES. IF DURING SALVAGING OF THE EXISTING
PEDESTRIAN HANDRAIL, THE CONTRACTOR CANNOT OBTAIN THE VERTICAL POST
HEIGHT, THEN THE CONTRACTOR SHALL CONTACT THE DISTRICT.

31.

32.

THE LIMITS OF THE EXISTING SOIL CEMENT SHOWN WITHIN THESE PLANS IS BASED
ON FIELD SURVEY OF EXPOSED SURFACES AND THE ORIGINAL 1980 CONSTRUCTION
PLANS. THEREFORE, THE EASTERN LIMIT, SOIL CEMENT REMOVAL VOLUMES AND
RELATED ELEMENTS ARE APPROXIMATE ONLY.

THE EXISTING SITE CONDITIONS RELATED TO THE PATHWAY AND ADJACENT SLOPE
GRADING FEATURES SHOWN AT AND AROUND STA. 13+50 INCLUDE AN ADJACENT
AND ONGOING DESIGN BY KIMLEY—HORN. THEREFORE, AS—BUILT CONDITIONS ARE
NOT AVAILABLE FOR THIS WORK AS OF THE DATE OF THESE PLANS BY STANTEC
CONSULTING SERVICES INC. THE CONTRACTOR SHALL CAREFULLY REVIEW THE
AS—BUILT AND NOTIFY THE DISTRICT OF ANY SUBSTANTIAL CHANGES TO THE
INFORMATION AS SHOWN WITHIN THESE PLANS.

REVISIONS

NO.

DESCRIPTION DATE BY

Tel.

Stantec Consulting Services Inc.
5151 E. Broadway Bivd., Ste. 400
Tucson, AZ
85711-3712
520.750.7474
Fax. 520.750.7470
www.stantec.com
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1. THE CONTRACTOR AGREES TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR THE CONTRACTOR AGREES TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOBSITE CONDITIONS DURING THE COURSE OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THIS REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS. THE CONTRACTOR SHALL DEFEND, INDEMNIFY, AND HOLD PIMA COUNTY OR ITS REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT, AND THE ENGINEER HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF THE WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF PIMA COUNTY OR ITS REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT, AND THE ENGINEER. 2. THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OCCUPATIONAL SAFETY AND THE CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) REGULATIONS AT ALL TIMES. 3. AN APPROVED/ACCEPTED SET OF THE PROJECT PLANS TOGETHER WITH THE AN APPROVED/ACCEPTED SET OF THE PROJECT PLANS TOGETHER WITH THE CONTRACT DOCUMENTS, ANY ADDENDA ISSUED PRIOR TO THE BID OPENING, AND ANY EXECUTED CONTRACT CHANGE ORDER(S) OR SUPPLEMENTAL AGREEMENT(S) ISSUED SUBSEQUENT TO THE AWARD OF THE CONTRACT SHALL BE MAINTAINED BY THE CONTRACTOR IN AN EASILY ACCESSIBLE LOCATION ON THE PROJECT SITE UNTIL SUCH TIME THAT CONSTRUCTION ACTIVITIES ARE COMPLETED AND/OR FINAL ACCEPTANCE OF THE PROJECT BY PIMA COUNTY. 4. ALL MATERIALS, CONSTRUCTION, AND WORKMANSHIP SHALL CONFORM TO THE PAG ALL MATERIALS, CONSTRUCTION, AND WORKMANSHIP SHALL CONFORM TO THE PAG STANDARD SPECIFICATIONS FOR PUBLIC IMPROVEMENTS, VOLUME 1, 2015 EDITION AND THE PAG STANDARD SPECIFICATIONS FOR PUBLIC IMPROVEMENTS, DETAILS, VOLUME 2, 2015 EDITION EXCEPT AS MODIFIED BY CURRENT EDITIONS AND/OR THE PROJECT CONTRACT DOCUMENTS.  5. THE CONSTRUCTION OBSERVATION AND INSPECTION OF THE CONTRACTOR'S WORK BY THE CONSTRUCTION OBSERVATION AND INSPECTION OF THE CONTRACTOR'S WORK BY AN AGENCY, PIMA COUNTY PERSONNEL AND/OR THE COUNTY'S REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT,  SHALL IN NO WAY RELIEVE THE CONTRACTOR AND/OR ITS SUBCONTRACTOR(S) OF THE RESPONSIBILITY FOR COMPLIANCE WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS, CONSTRUCTION PLANS, SPECIFICATIONS, AND ANY OTHER APPLICABLE REGULATION(S) PERTAINING AND ASSOCIATED THERETO. IF THE ENGINEER OF RECORD, AN AGENCY, PIMA COUNTY PERSONNEL, OR THE COUNTY'S REPRESENTATIVE FAIL TO POINT OUT A DEFECT, DEFICIENCY OR ERROR IN THE WORK FROM LACK OF DISCOVERY OR FOR ANY OTHER REASON, IT SHALL IN NO WAY PREVENT LATER REJECTION OR RELIEVE THE CONTRACTOR OF PERFORMING CORRECTIONS TO THE UNSATISFACTORY WORK WHEN DISCOVERED. THE CONTRACTOR SHALL NOT FILE A CLAIM FOR LOSSES SUFFERED DUE TO ANY NECESSARY REMOVALS OR REPAIRS RESULTING FROM THE UNSATISFACTORY WORK. 6. THE CONTRACTOR SHALL GIVE A MINIMUM OF FORTY-EIGHT (48) HOURS NOTICE TO THE CONTRACTOR SHALL GIVE A MINIMUM OF FORTY-EIGHT (48) HOURS NOTICE TO PIMA COUNTY WHEN THEY SHALL REQUIRE THE SERVICES OF THE COUNTY INSPECTOR, ENGINEER, AGENT, OR ANY OTHER PERSON FOR PURPOSES INVOLVING ANY PORTION OF THE WORK SO REQUIRED. 7. OMISSIONS OR CONFLICTS BETWEEN VARIOUS ELEMENTS OF THE DRAWINGS, NOTES, OMISSIONS OR CONFLICTS BETWEEN VARIOUS ELEMENTS OF THE DRAWINGS, NOTES, AND DETAILS SHALL BE BROUGHT TO THE ATTENTION OF PIMA COUNTY OR THE COUNTY'S REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT, AND THE ENGINEER A MINIMUM OF FORTY-EIGHT (48) HOURS BEFORE THAT PORTION OF THE PROJECT IN QUESTION IS TO BE CONSTRUCTED. IF THE COUNTY AND THE ENGINEER ARE NOT NOTIFIED ACCORDINGLY, ANY DISCREPANCIES SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 8. IF UNANTICIPATED CONDITIONS ARE ENCOUNTERED DURING THE COURSE OF IF UNANTICIPATED CONDITIONS ARE ENCOUNTERED DURING THE COURSE OF CONSTRUCTION AND ARE BEYOND THE SCOPE OF THE DESIGN, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY PIMA COUNTY OR THE COUNTY'S REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT, AND THE ENGINEER. THE CONTRACTOR SHALL EMPLOY MEASURES AT ITS DISPOSAL TO MITIGATE THE DETRIMENTAL EFFECTS TO THE PROJECT OF THE UNANTICIPATED CONDITIONS AND TO PROVIDE ITS RELEVANT EXPERTISE TO ASSIST THE COUNTY AND/OR ITS REPRESENTATIVES IN THE PREPARATION OF NECESSARY REVISED IMPROVEMENT PLANS FOR REVIEW AND APPROVAL BY THE APPLICABLE AUTHORIZING AGENCY/AGENCIES. THE CONTRACTOR SHALL NOT RESUME CONSTRUCTION THAT HAS BEEN AFFECTED BY THE UNANTICIPATED CONDITIONS UNTIL DIRECTED TO DO SO BY PIMA COUNTY. 9. THE EXISTENCE AND LOCATION OF ANY EXISTING UNDERGROUND UTILITIES OR THE EXISTENCE AND LOCATION OF ANY EXISTING UNDERGROUND UTILITIES OR STRUCTURES SHOWN ON THESE PLANS WERE OBTAINED BY A SEARCH OF THE AVAILABLE RECORDS. APPROVAL OF THIS PLAN DOES NOT CONSTITUTE A REPRESENTATION OF THE ACCURACY OR COMPLETENESS OF THE LOCATION OR THE EXISTENCE OR NONEXISTENCE OF ANY UNDERGROUND UTILITY OR STRUCTURE WITHIN THE LIMITS OF THIS PROJECT. THE CONTRACTOR IS REQUIRED TO TAKE ALL PRECAUTIONARY MEANS TO PROTECT ANY UTILITY NOT OF RECORD OR NOT SHOWN ON THESE PLANS. THE CONTRACTOR SHALL VERIFY LOCATIONS AND ELEVATIONS OF ALL UTILITIES PRIOR TO ANY CONSTRUCTION. THE CONTRACTOR SHALL BE SOLELY AND COMPLETELY RESPONSIBLE FOR COSTS INCURRED AS A RESULT OF DAMAGE TO UTILITIES CAUSED BY ITS OPERATIONS. 10. THE CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL EXISTING UTILITIES THE CONTRACTOR SHALL VERIFY LOCATION AND ELEVATION OF ALL EXISTING UTILITIES PRIOR TO ANY CONSTRUCTION. CALL ARIZONA 811 A MINIMUM OF (2) FULL WORKING DAYS PRIOR TO EXCAVATION. SATURDAY, SUNDAY, AND RECOGNIZED HOLIDAYS ARE NOT CONSIDERED WORKING DAYS. THE CONTRACTOR SHALL KEEP ALL ARIZONA 811 REQUESTS UP-TO-DATE AND COMPLY WITH APPLICABLE ARIZONA REVISED STATUTES (A.R.S.), TITLE 40, CHAPTER 2, ARTICLE 6.3, SECTION 40-360.22. ERRORS SHALL BE IMMEDIATELY REPORTED TO THE ENGINEER. THE PLAN LOCATIONS OF EXISTING UTILITIES ARE APPROXIMATE BASED ON THE BEST INFORMATION AVAILABLE AND ARE NOT INTENDED TO BE EXACT OR COMPLETE. 11. UTILITIES PROVIDERS /GOVERNMENT  AGENCIES: UTILITIES PROVIDERS /GOVERNMENT  AGENCIES: UTILITY PROVIDERS CONTACT     PHONE. NO. CONTACT     PHONE. NO.     PHONE. NO. PIMA COUNTY RWRD (SEWER) BOB MACHEN    (520) 724-9405 BOB MACHEN    (520) 724-9405    (520) 724-9405 CITY OF TUCSON (WATER) MELISSA ROJAS    (520) 791-4133  MELISSA ROJAS    (520) 791-4133     (520) 791-4133  CITY OF TUCSON (ELECTRIC)       CEASAR SALMERON   (520) 791-4144 CENTURY LINK (COMM) KYI SINT    (480) 221-2615 KYI SINT    (480) 221-2615    (480) 221-2615 TEP (ELECTRIC) PAULA POLANSKY    (520) 917-2607 PAULA POLANSKY    (520) 917-2607    (520) 917-2607 GOVERNMENT AGENCIES CONTACT         PHONE. NO. CONTACT         PHONE. NO.         PHONE. NO. PIMA COUNTY REGIONAL FLOOD CONTROL DISTRICT  DEIRDRE BROSNIHAN (520) 724-4636 DEIRDRE BROSNIHAN (520) 724-4636 (520) 724-4636 12. THE CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED BY GOVERNMENTAL THE CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED BY GOVERNMENTAL AGENCIES UNLESS SPECIFIED OTHERWISE IN THE PROJECT CONTRACT DOCUMENTS. NO WORK, AS DELINEATED ON THESE PLANS SHALL BE STARTED UNTIL THE CONTRACTOR HAS OBTAINED ALL NECESSARY PERMITS FROM ALL AUTHORIZING AGENCIES. 13. A FLOODPLAIN USE PERMIT IS NOT REQUIRED FOR THIS PROJECT.  A FLOODPLAIN USE PERMIT IS NOT REQUIRED FOR THIS PROJECT.  14. RIGHT-OF-ENTRY IS NOT REQUIRED AS THE IMPROVEMENTS SHOWN WITHIN THESE RIGHT-OF-ENTRY IS NOT REQUIRED AS THE IMPROVEMENTS SHOWN WITHIN THESE PLANS ARE WITHIN PIMA COUNTY REGIONAL FLOOD CONTROL DISTRICT PROPERTY. HOWEVER, THE CONTRACTOR SHALL NOTIFY THE DISTRICT PRIOR TO COMMENCING WORK. CONTACT DEIRDRE BROSNIHAN WITH PIMA COUNTY REGIONAL FLOOD CONTROL DISTRICT AT (520) 724-4636. 15. TEMPORARY CONSTRUCTION EASEMENTS ARE NOT REQUIRED PRIOR TO TEMPORARY CONSTRUCTION EASEMENTS ARE NOT REQUIRED PRIOR TO COMMENCEMENT OF CONSTRUCTION. 16. A SWPPP IS REQUIRED FOR THIS PROJECT AS THE ESTIMATED AREA OF A SWPPP IS REQUIRED FOR THIS PROJECT AS THE ESTIMATED AREA OF DISTURBANCE IS GREATER THAN ONE ACRE. IN AN AREA OF DISTURBANCE EQUAL TO OR GREATER THAN ONE ACRE THEN THE CONTRACTOR SHALL PREPARE AND SUBMIT A NOTICE OF INTENT TO DISCHARGE (NOI) WITH THE ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY (ADEQ) AND ALL NECESSARY DOCUMENTATION. THE PIMA COUNTY MUST REVIEW AND ACCEPT THE SWPPP PRIOR TO CONSTRUCTION. 17. ANY REMAINING DISTURBED AREAS, NOT OTHERWISE ALREADY TREATED, SHALL BE ANY REMAINING DISTURBED AREAS, NOT OTHERWISE ALREADY TREATED, SHALL BE STABILIZED IN A FINAL MANNER IN CONFORMANCE WITH THE SWPPP PREPARED FOR THIS PROJECT. A NOTICE OF TERMINATION (NOT) TO CLOSE OUT THE SWPPP'S NOTICE OF INTENT (NOI) CANNOT BE FILED WITH ARIZONA DEPARTMENT OF ENVIRONMENTAL QUALITY (ADEQ) UNTIL THESE FINAL STABILIZATION MEASURES ARE IN PLACE AND ACCEPTED BY THE COUNTY. 18. VEGETATION CONFLICTING WITH CONSTRUCTION SHALL BE REMOVED AND DISPOSED OF VEGETATION CONFLICTING WITH CONSTRUCTION SHALL BE REMOVED AND DISPOSED OF PROPERLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY AND ALL TIPPING FEES FOR THE DISPOSAL OF MATERIALS WITHIN APPROVED SOLID WASTE FACILITY (E.G., LANDFILL).  19. GRADING BOUNDARIES SHALL BE CLEARLY IDENTIFIED AND ALL WORK WILL BE GRADING BOUNDARIES SHALL BE CLEARLY IDENTIFIED AND ALL WORK WILL BE CONFINED TO WITHIN THE APPROVED PROJECT DISTURBANCE LIMITS SHOWN ON THESE PLANS. NO WORK SHALL TAKE PLACE OUTSIDE OF THE LIMITS SHOWN ON THESE PLANS. IF OFF-SITE GRADING WORK SHOULD BECOME NECESSARY, WRITTEN PERMISSION SHALL BE OBTAINED IN ADVANCE FROM THE OWNER OF THE AFFECTED PROPERTY. 20. STANTEC CONSULTING SERVICES INC. AND IT'S SUBCONSULTANTS ARE NOT STANTEC CONSULTING SERVICES INC. AND IT'S SUBCONSULTANTS ARE NOT RESPONSIBLE FOR THE IDENTIFICATION OF ENVIRONMENTAL RELATED ELEMENTS FOR THIS PROJECT. THE CONTRACTOR SHALL CONSULT DIRECTLY WITH PIMA COUNTY TO DETERMINE WHAT ENVIRONMENTAL RELATED PERMITS, PROTECTED ZONES, MITIGATION MEASURES SHALL BE REQUIRED PRIOR TO ANY CONSTRUCTION WORK.  21. ALL WORK SHOWN WITHIN THESE PLANS IS LOCATED WITHIN LAND OWNED BY PIMA ALL WORK SHOWN WITHIN THESE PLANS IS LOCATED WITHIN LAND OWNED BY PIMA COUNTY. PARCEL BOUNDARY INFORMATION HAS NOT BEEN SHOWN WITHIN THESE PLANS. 22. SURVEY LAYOUT AND SURVEY CONTROL SHALL BE THE RESPONSIBILITY OF THE SURVEY LAYOUT AND SURVEY CONTROL SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR AND PERFORMED BY, OR UNDER THE DIRECT SUPERVISION OF, A REGISTERED LAND SURVEYOR (RLS) REGISTERED IN THE STATE OF ARIZONA. PRIOR TO THE START OF SURVEY ACTIVITIES, THE CONTRACTOR SHALL CONTACT THE PIMA COUNTY TO ARRANGE A MEETING TO REVIEW HORIZONTAL AND VERTICAL SURVEY LAYOUT AND CONTROL TO BE UTILIZED ON THE PROJECT. 23. THE CONTRACTOR SHALL PRESERVE ALL STAKES SET FOR THE LINES, LEVELS, OR THE CONTRACTOR SHALL PRESERVE ALL STAKES SET FOR THE LINES, LEVELS, OR MEASUREMENTS OF THE WORK IN THEIR PROPER PLACES UNTIL AUTHORIZED TO REMOVE THEM BY THE PIMA COUNTY OR THE COUNTY'S REPRESENTATIVE, ACTING AS THE COUNTY'S AGENT. ANY EXPENSE INCURRED IN REPLACING ANY STAKES WHICH THE CONTRACTOR OR HIS SUBORDINATES MAY HAVE FAILED TO PRESERVE SHALL BE CHARGED TO THE CONTRACTOR. 24. ANY NECESSARY EARTHWORK OPERATIONS SHALL BE DONE UNDER THE ANY NECESSARY EARTHWORK OPERATIONS SHALL BE DONE UNDER THE OBSERVATIONS OF A SOILS ENGINEER AND IN ACCORDANCE WITH THE RECOMMENDATIONS AND SPECIFICATIONS SET FORTH IN THE SOILS REPORT. THE CONTRACTOR SHALL FACILITATE THE WORK OF THE SOILS ENGINEER DURING HIS OBSERVATIONS AND TESTING. THE SOILS ENGINEER SHALL OBSERVE, INSPECT, AND TEST ALL EARTHWORK OPERATIONS, INCLUDING, BUT NOT LIMITED TO, CLEARING AND GRUBBING, SUBGRADE PREPARATION, STRUCTURAL AND TRENCH EXCAVATION AND BACKFILL, AND PLACEMENT AND COMPACTION OF FILL. THE FINAL TEST RESULTS AND APPROVAL FROM THE SOILS ENGINEER SHALL CONTAIN THE TYPE OF FIELD TESTING PERFORMED. EACH TEST SHALL BE IDENTIFIED WITH THE METHOD OF OBTAINING THE IN-PLACE DENSITY, WHETHER SAND CONE, DRIVE RING, OR NUCLEAR DENSITY GAUGE. THE CONTRACTOR SHALL PROVIDE DOCUMENTATION OF THE FINAL TEST RESULTS TO THE PIMA COUNTY. GEOTECHNICAL REPORT(S) ARE AVAILABLE FOR THIS PROJECT UPON WRITTEN REQUEST TO THE DISTRICT.  25. THE CONTRACTOR SHALL BE RESPONSIBLE TO FURNISH, HAUL, AND APPLY ALL THE CONTRACTOR SHALL BE RESPONSIBLE TO FURNISH, HAUL, AND APPLY ALL WATER REQUIRED FOR COMPACTION AND FOR THE CONTROL OF DUST FROM CONSTRUCTION ACTIVITY. EFFLUENT IS NOT ALLOWED TO BE USED FOR SUCH PURPOSES. NO SEPARATE PAYMENT WILL BE MADE FOR WATER.  26. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CARE, MAINTENANCE, REPAIR, OR THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE CARE, MAINTENANCE, REPAIR, OR REPLACEMENT OF EXISTING IMPROVEMENTS IN THE WORK AREA WHICH HAVE BEEN REMOVED OR DAMAGED DURING THE COURSE OF CONSTRUCTION. ADDITIONALLY, THE CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT ALL ADJACENT PROPERTY AND EXISTING IMPROVEMENTS THEREUPON, INCLUDING EXERCISING POSITIVE CONTROL OF EARTH SPILLAGE, CONSTRUCTION WATER, AND RUNOFF WATERS. ALL REPAIR, REPLACEMENT, OR CLEANUP SHALL BE DONE TO THE SATISFACTION OF THE ENGINEER AND/OR OWNER AT NO EXPENSE TO THE ENGINEER AND/OR OWNER. 27. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CALCULATE HIS OWN EARTHWORK IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CALCULATE HIS OWN EARTHWORK QUANTITIES AND SUBMIT HIS BID THEREON. EARTHWORK QUANTITIES SHOWN HEREON ARE ESTIMATED ONLY. 28. CUT AND FILL SLOPES SHALL BE TRIMMED TO THE FINISH GRADE TO PRODUCE A CUT AND FILL SLOPES SHALL BE TRIMMED TO THE FINISH GRADE TO PRODUCE A SMOOTH SURFACE AND UNIFORM CROSS-SECTION. THE SLOPE OF THE EXCAVATIONS OR EMBANKMENTS SHALL BE SHAPED AND TRIMMED AS SHOWN ON THE PROJECT PLANS AND LEFT IN A NEAT AND ORDERLY CONDITION. ALL ROOTS OR OTHER WASTE MATTER EXPOSED ON EXCAVATION OR EMBANKMENT SLOPES SHALL BE REMOVED AND LEGALLY DISPOSED OF OFF-SITE BY THE CONTRACTOR.  29. THE CONTRACTOR SHALL REMOVE AND RELOCATE, AS DIRECTED BY THE ENGINEER, THE CONTRACTOR SHALL REMOVE AND RELOCATE, AS DIRECTED BY THE ENGINEER, ALL MAILBOXES, FENCES, GATES, SIGNS, POSTS, PIPES, ETC. WITHIN THE RIGHT-OF-WAY AND CONSTRUCTION EASEMENT AREAS. THE CONTRACTOR SHALL COORDINATE WITH THE COUNTY PRIOR TO THE REMOVAL AND RELOCATION OF ALL SUCH ITEMS LOCATED WITHIN PIMA COUNTY RIGHT-OF-WAY. THE COST OF THIS WORK SHALL BE CONSIDERED AS INCIDENTAL TO THE OTHER ITEMS OF WORK, EXCEPT WHEN THE PROJECT'S BIDDING SCHEDULE CONTAINS SPECIFIC ITEMS ON A UNIT BASIS.  30. THE SALVAGED HANDRAIL SHOWN WITHIN THESE PLANS ASSUMES A VERTICAL POST THE SALVAGED HANDRAIL SHOWN WITHIN THESE PLANS ASSUMES A VERTICAL POST HEIGHT OF BETWEEN 40-42 INCHES. IF DURING SALVAGING OF THE EXISTING PEDESTRIAN HANDRAIL, THE CONTRACTOR CANNOT OBTAIN THE VERTICAL POST HEIGHT, THEN THE CONTRACTOR SHALL CONTACT THE DISTRICT. 31. THE LIMITS OF THE EXISTING SOIL CEMENT SHOWN WITHIN THESE PLANS IS BASED THE LIMITS OF THE EXISTING SOIL CEMENT SHOWN WITHIN THESE PLANS IS BASED ON FIELD SURVEY OF EXPOSED SURFACES AND THE ORIGINAL 1980 CONSTRUCTION PLANS. THEREFORE, THE EASTERN LIMIT, SOIL CEMENT REMOVAL VOLUMES AND RELATED ELEMENTS ARE APPROXIMATE ONLY. 32. THE EXISTING SITE CONDITIONS RELATED TO THE PATHWAY AND ADJACENT SLOPE THE EXISTING SITE CONDITIONS RELATED TO THE PATHWAY AND ADJACENT SLOPE GRADING FEATURES SHOWN AT AND AROUND STA. 13+50 INCLUDE AN ADJACENT AND ONGOING DESIGN BY KIMLEY-HORN. THEREFORE, AS-BUILT CONDITIONS ARE NOT AVAILABLE FOR THIS WORK AS OF THE DATE OF THESE PLANS BY STANTEC CONSULTING SERVICES INC. THE CONTRACTOR SHALL CAREFULLY REVIEW THE AS-BUILT AND NOTIFY THE DISTRICT OF ANY SUBSTANTIAL CHANGES TO THE INFORMATION AS SHOWN WITHIN THESE PLANS. 
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Survey & Construction

o0 ¢
AO¥
Beginning of Project (BOP)
Sta=10+00.00,
N 423641.50
E 986181.37
PROJECT BENCHMARKS LINE TABLE CURVE TABLE
. i i CURVE | DELTA | ARCLENGTH | RADIUS | CHORD DIRECTION | CHORD LENGTH Start Point (N, E) End Point (N, E)
The following benchmarks are to be used for this project. LINE | LENGTH | BEARING | START POINT (N, E) | END POINT (N, E)
C1 020°48'53" 90.82 250.00 N30°29'58"W 90.32 423676.75, 986150.83 | 423754.57, 986104.99
PNT# NORTHING EASTING ELEV TYPE L1 46.637 | N40°5425"W | 423641.50, 986181.37 | 423676.75, 986150.83 —— ——
c2 031°18'48 109.30 200.00 N04°26'08"W 107.95 424008.74, 986012.01 | 424116.37, 986003.67
200 424055.5220 987874.5030 2447.48 ADOT AL CAP L8 55301 | N84°06'30"E | 424485.60, 986128.83 | 42449127, 986183.84
201 424294.8590 982677.0430 2428.19 BRASS CAP C3 003°56'45" 6.89 100.00 N13°11'38"E 6.89 424218.42, 986023.91 | 424225.12, 986025.48
L7 11.175 N15°45'41"E | 424453.15,986100.00 | 424463.90, 986103.04
i . i C4 005°35'00" 9.74 100.00 N17°57'31"E 9.74 424357.49, 986061.36 | 424366.76, 986064.37
Horizontal datum: Arizona Coordinate System, 1983, Central Zone. L6 31.039 | N25°18'04"E | 42440951, 986080.90 | 424437.57, 986094.17
Vertical datum: NAVD 1988 c5 004°33'03" 7.94 100.00 N23°01'32"E 7.94 424402.20, 986077.80 | 424409.51, 986080.90
L5 37.908 | N20°45'01"E | 424366.76, 986064.37 | 424402.20, 986077.80
. . Cé 009°32'23" 16.65 100.00 N20°31'52"E 16.63 424437.57, 986094.17 | 424453.15, 986100.00
Point 200 is stamped A19 and was found on the headwall of a L4 | 137145 | N15°1001"E | 424225.12,986025.48 | 424357.49, 986061.36
storm drain culvert beneath Interstate 19 located approximately c7 | 068°2049" 35.79 30.00 N49°56'05"E 33.70 424463.90, 986103.04 | 42448560, 986128.83
325 feet south of Irvington Road. L3 104.037 | N11°1316"E | 424116.37, 986003.67 | 424218.42, 986023.91
L2 270.644 | N20°05'32"W | 423754.57, 986104.99 | 424008.74, 986012.01

Point 201 a monument along the centerline of West Irvington
Place approximately 86 feet west of South Celta Vigo Court.
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GENERAL NOTES

The stationing of the typical sections is
noted from the beginning of new
pavement to the end of new pavement.

There are no pavement improvements
planned outside the typical sections
stationing shown here.

Thickened edge shall be applied to both
sides of the paved pathway.
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