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At Scupper edges, transition
grouted rip—rap top to match into
Type 2 Scupper invert

6" Thick Concrete (Class S, 3,000 psi) Apron
with #4 rebar 12" O.C. Install perimeter

toe—downs 12" deep from existing grade. Match 73,,0 e 2 SCU,D per At SCLI,D,O&’I’ inlets, transition
Invert grouted rip—rap to match
Type 2. 6" Curb \ Scupper_inverts
Install 5’ wide sidewalk Type 2 Scupper S

witii _71€dd U I D 449,

Rock faces shall be flush
with adjacent rock. Embed

rock min. 4" into concrete

Match Bottom of Basin. Grouted
Rip—rap is measured along the

GROUTED RIP—RAP GRADATION TABLE bottom invert, per LF,
SIZE (IN) PERCENT FINER Complete—in—Place
' O 9 100 o '.
cper Outlet I { 133320 7" 50 : A :
‘ Handrail R\ ’ 5" 0 VAR \
Frontin 2ol o ] W . . .
Souppers N e " | £ 2449, A Class 5, 5,000 psi | 4 Finish_Basin Grade
D ' e s ‘ 656" W2.1xW2.1 W.W.F g RN
=3 L LK . : ' . C C L. L. P 4 49 B a4l ]
WIE ereseses0. A ) , or #4@12” each way. Place RS B Concrete Toe Down and
TN\ NCOSOSOEGS = . u st ond cable o center of Slope /}D/;Jv'n 1 — W.W.F. are considered
| I = P40t ' - A 1" from path ; ! P ng included in cost of the
Install two (2) Type 2 Scold— o €56 i : ; , Grouted Rip—Rap Item.
Scuppers . -/ g . =127 =
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N GROUTED RIPRAP INLET—OUTLET TREATMENT
U M.TS.

DUMPED RIP—RAP GRADATION TABLE (D50=6"
LEGEND (05667
SIZE (IN) PERCENT FINER
DECOMPOSED GRANITE PATH 19" 100 — 90
RIPRAP (DUMPED) (INFILTRATION AREA) 9” 85 - 70
DRAINAGE SCUPPER 6" 50 - 50
HANDRAIL i -5
2" 5-0
POST AND CABLE o—o0——0——0—0
15° GATE
— CONSTRUCTION QUANTITIES
17° CABLE W/LOOPED END o——
Item No. Item Description Unit Quantity
Existina Tree Decomposed Granite Path
_ 9130001 Riprap (Dumped) C.Y. 173
2// 7% 6010721 Concrete Inlet/Outlet Apron S.Y. 29
\ .::,>// : \' Blue Palo Verde — 15 gal 9300004 Post and Cable L.F. 1334
= LV T A ) 9330002 | Handrail LF. 97
perimeter. . //,//—:%}/ 9080201 Concrete Sidewalk S.F. 124
" : ’ , e Concrete Curb, (Std. Dtl. 209
_ sl Lih T\ Dusert titow - 5 gu soso00s  |Enerets i € Mo |
P upper Outlet il - \"— /:
Invert 7 E& Ul 9080402 Concrete Header L.F. 11
cupper Inlet < P S - 9130009 Riprap (Hand Placed) Sy 16
&t 40 /é / (Grouted) o
’ = | Ironwood — 5 gal : -
. 6” Thick Concrete (Class S, 3,000 psi) Apron X I‘l / 9300109  |Park Signage/ Dog Disposal EACH 2
with #4 rebar 12" O.C. Install perimeter Station
) ) toe—downs 12" deep from existing grade. Cactus — Rescued Prickly Weir Erosion Control (Average
Park Signage / Dog Disposal Pear and Cholla 9300710 | 4_FT Width) LF. 214
GRAPHIC SCALE Q Shrubs — 1 gal
o Grasses — 1 gal
eur FILL NET GRADED AREA IN FEET I 9030311 Gate (Special) EACH 1
1,820 ¢Y 121 ¢y 1,699 CY <Cut> 47,183 SF ( ) @ Vines — 1 gal
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