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PIMA COUNTY
PROCUREMENT DEPARTMENT
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130 WEST CONGRESS STREET, 3rd FLOOR « TUGSON, AZ 857011207
PHONE: (520) 724-3731 FAX: (520) 724-4434

September 7, 2016

ADDENDUM NO. 1

SOLICITATION NO.: 230151
PROJECT: PECOC TO ADMIN WEST 144SM FIBER CONNECTION (ENTFIB) ‘
TO POTENTIAL BIDDERS:

Be advised of the additions, clarifications and/or changes to the above-referenced Invitation for Bid as stated
in the following Addendum.

BID DATE:
Please note the bid date remains unchanged.
ADDITIONS:
Product Specifications Sheets (13 pages).
CHANGES:
Revise J-Box size at 902 S. Warren to 36" x 36" x 18"
QUESTIONS:
1. Q: What type of fiber should the Contractor install?
A See attached fiber optic cable, panel, adapter, and pre-polished connector Datasheets.
2. Q: Is the Contractor required to identify the existing 4" conduit requiring innerduct?

A. The successful bidder shall populate the existing 4” conduit between Existing Vault 23 and
Existing Pull Box 28 with innerduct and tracer wire.

3. Q: How much additional fiber shall be installed in the pull boxes?
A: One hundred foot Fiber Service Loops shall be placed in New Pull Boxes 22, 25, 32, 35, and 39.

A: One hundred foot Fiber Service Loops shall be placed in Existing Vaulfs 2,5, 8 and 11.



A: One hundred foot Fiber Service Loops shall be placed in the new wall mount J-box at 902 S.
Warren, and in the existing Basket Bridge end J-boxes.

A: One hundred foot Fiber Service Loops shall be installed on the back board in fiber service loop
rings at 150 W. Congress Street, 201 N. Stone Avenue, and 3434 E. 22nd Street.

4, Q: Will the Contractor be allowed additional construction days for fiber optic cable lead fime?
A Pima County does not find justification for extending the 45 day Construction period at thfs time.
5. Q: What is the conduit fill for the new and existing conduit?
A The existing four inch conduit shall have a quantity of three orange smooth walled exterior ribbed
interior innerducts of a diameter of one and one quarter inches, one tracer wire, and the 144 strand

fiber cable. The 144 strand fiber shall be installed outside the innerduct.

" A: The new two inch conduit and existing two inch innerduct shall have a tracer wire and 144 strand
fiber cable installed.

6. Q: May the Confractor utilize Boring in lieu of trenching?

A Yes,

All other requirements and terms of the Solicitation remain unchanged. Failure to include acknowledgement
of all addenda may be cause for rejection. All questions should be received by 5:00 pm, September 13, 2016
fo ensure a response, and shall be addressed in writing to Scott Loomis, Commocdity / Contracts Officer, via

email (Scott.Loomis@pima.gov) or fax (520-724-4434).

This addendum is a total of 15 pages.

/s/ Scott Loomis
Scott Loomis
Contracts / Commodity Officer



ATTACHMENT 1 (13 pages)

Product Specitications COMMSCOPE

760027714 | PNLBKO12-SFA-SCO2-BL

Adapter Panel, Black, 1000-Type, with 6 TeraSPEED® S$M duplex SC adapters, blue
e Uniprise panels for Ready shelves and wall mount enclosures come in SC, ST, LC and
FC configurations. Any combination of adapter panels can be used in the enclosures,
up to the maximum number of openings.

Construction Materials
Fiber Type TeraSPEED®, zero water peak singlemode fiber (G.652.D, G.657.A1 or G,652.D, G,657.A1 | 052)

General Specifications

Product Type Panel

Interface sC

Body Style Duplex

Interface Feature Standard

Adapter Color Blue

Adapter Cutout, quantity 6

Adapters, guantity &

Application Used in conjunction with Ready™ shelves and enclosures | Used in conjunction with Systimax

and Uniprise Ready™ enclosures {rack, wall, and floor mount) that accept 1000 style panels
Brand CommScope®
Total Ports, quantity 12’

Regulatory Compliance/Certifications

Agency Ciassification
RoHS 2011/65/EU Compliant . ‘
ISO 2001:2008 Designed, manufactured and/or distributed under this quality management system

©2016 CommScope, Inc. All rights reserved. All trademarks identified by ® or ™ are registered rademarks, respectively, of CommScope. page 1 of 1
All specifications are subject to change without nofice. See www.commscope.com for the most current information. Revised: January 16, 2016 September &, 2016



Representative Image

760053218 | D-144-AIN-8W-F12NS

Single Jacket All-Dielectric, Gel-Free, Outdoor Stranded Loose Tube Cable

COMMSCSPE'
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éabie Type
Construction Type
Subunit Type

Consfruction Materials

Stranded Ioes'e tube
Non-armored
Gel-free

Fiber Type Scluticn

Jacket Material

Tetal Fiber Count

Fiber Type

Fiber Type, quantity

Fibers per Subunit, quantity
Jacket Color

Jacket UV Resistance

Dimensions

TeraSPEED®, zero water peak singlemode fiber (G.652.0, G.657.A1 | OS2}
PE

144

TeraSPEED®, zero water peak singlemode fiber (G.652.D, G.657.A1 | 082)
144 '

12

Black

UV stabilized

.Bt.,l.ffér.;l'.ube/Subunit Diameter
Cable Weight

Diametar Over Jacket
Subunit, quantity

Physical Specifications

2.50mm | 0.10in

177.0 kafkm | 119.0 Ib/kft
15.80 mm | 0.62in

12

Minimum Bend Radius, loaded

237 cm | ' 9.3 1in

©2016 CommScope, lnc. Al rights reserved. All rademarks identified by ® or ™ are registered trademarks, respactively, of CommScope.
All specifications are subject to change without nofice. See www.commscope.com for the most current information. Revised: January 16, 2016
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Product Specitications COMMSCSPE'

7()00539]8 i D-AALNESWF]ZNS

Minimum Bend Radius, unloaded 158cm | 6.2in
Tensile Load, fong terrn, maximum 180 Ibf | B00 N
Tensile Load, short term, maximum 2700 N | 607 Ibf
Vertical Rise, maximum 462.0 m | 1515.7 ft

Envnronmentai Specnf;cmmns

Enwronmental Space Aerlal, Iashed | Buried
Installation Temperature 30 °Cto +70 °C (-22 °Fto +158 °F)
Operating Temperature -40 °Cto +70 °C (-40 °F to +158 °F)

Storage Temperature -40 °Cto +75 °C (-40 °F to +167 °F)

Mechanical Tesi Specuflcahons

‘Compression 125 W/in | 22 N/mm
Compression Test Method FOTP-41 | IEC 60794-1 E3
Flex 35 cycles

Flex Test Method FOTP-104 | IEC 60G794-1 EG
fmpact E15N-m | 3.80ftlb
Impact Test Method FOTP-25 | I1EC 60794-1 E4
Strain See long and short term tensile loads
Strain Test Method FOTP-33 | IEC 60794-1 E1
Twist 10 cycles

Twist Test Method FOTP-85 | IEC 60794-1 E7
Water Penentration 24 h

Water Penentration Test Method FOTP-82 | IEC 607%4-1 F5

Env:ronmenfql Test Specifications
Cable Freeze -2°C | 2B°F

Cable Freeze Test Method FOTP-98 | IEC 60794-1 F15

Heat Age =40 °C to +85 °C {-40 °F to + 185 °F)
Heat Age Test Method IEC 607%94-1 FS

Low High Bend -30 °C to +60 °C (-22 °F to +140 °F)
Low High Bend Test Method FOTP-37 | IEC 60794-1E11
Temperature Cycle -4() °C to +70 °C (-40 °F to +158 °F)

Temperature Cycle Test Method FOTP-3 | IEC 606794-1F1

Qualrfthtlon Speclﬁcahons ,
Cable Qualification Standards ANSI/ICEA S 87 640 | EN 187105 1 Tefcord|a GR 20

Regulatory Compliance/Certifications

Agency Classification
RoHS 2011/65/EU  Compliant
IS0 9001:2008 Designed, manufactured and/or distributed under this quality management system

©2016 CommScope, Inc. All rights reserved. All rademarks identfied by ® or ™ are registered trademarks, respectively, of CommScope. page 2 of 3
All specifications are subject fo change without nofice. See www commscope.com for the most cutrent information. Revised: January 16, 2016 June 15, 2016



Product Specifications

760053938 | D AﬁlLNBWF 2NS

Included Produc!s N

COMMSCSPE

CS-8W-LT (Product Component—not orderable) — TeraSPEED® 052 S%nglemode Fiber

* Footno!’es

Operatlng Temperatufe Spemﬂcatmn appEtcabIe to non-terminated bukk fiber cable

©2016 CommSeope, Inc, All rghts reserved. All frademarks identified by ® or ™ are registered rademarks, respeciively, of CommSeope. page 3 of 3
All specifications are subject to change without notice. See www commscope.com for the most current information. Revised: Jarvary 16, 2016 June 15, 2016



FuselL.ite® Single-Fiber Splice-On

Connectors

Features and Benefits

Broad operating temperature (-40° to +75°C
Utility and flexibility :

Factory-polished end face
Consistent optical performance

Fusion splice connectivity
|deal for reflectance-sensitive applications

Splice protection within connectfor body
No splice trays required

FuseLite Single-Fiber Splice-On Connector OM4
| Photo LAN2822

Family Spec Sheet G268_NAFTA_AEN
Page 1| Revision date 2015-10-06

CORNING

The FuseL ite® Splice-On Connector enables fast, reliable
fusion splicing connectivity for local area networks and
offers flexibility for repairs and restoration of connectivity.

Available in SC, LC, FC, and ST® Compatible, the
FuseLite® Connector provides a reliable connectivity
option for applications where fusion splicing may be pre-
ferred, such as refiectance-sensitive applications. The
Fuselite Connector eliminates the need for splice trays
and is compatible with leading fusion splicers in the mar-
ket.

In applications where fusion splicing is not required,
Corning continues to recommend UniCam?® High-
Performance Connectors, which eliminate the need for
capital investments in equipment, or ongoing consu-
mable purchases and installer training. Hand-polished
connectors and extremely compact pigtail cassettes for
maximum density are also available. Visit www.corning.
com/cablesystems or contact Corning Customer Care at
1-800-743-2675 for mere information.

Fuselite Single-Fiber Splice-On Connector 052
| Phato LAN2827

CORNING



FuseLite® Single-Fiber Splice-On
Connectors

CORNING

Specifications

-40 Cto 75 °C exceed;ng EI A 568-B 3

onnectors are FOCIS compllani w:th TINEIA 604 3 (SC) and TIA/EIA 604—2 (ST' &
ompatlb le) TIAIEIA 604-10 { LC)

| Telcordia GR-326 CORE and G

Multimode
: Inserfion Loss

Cable

Con'néét_or: : S Typicall Reflectance Hausmg Coicr _

Ty, L _ Construction Maximum (dB) (dB)- . Boot Color. .

" SC | 50umLOMME 900 ym |  0.10/0.25 <30 Aqua Aqua
sC 50 ym LOMMF BT Fan-out 0.10/0.25 <-30 Agua Aqua
sC 50 pym LOMMF 2 mm Jacketed 0.10/0.25 <-30 Agua Agua
SC 50 um LOMMF 3 mm Jacketed 0.10/0.25 <-30 Aqua Agqua
LC 50 ym LOMMF 900 ym 0.10/0.25 <-30 Agua Agua
LC 50 pm LOMMF BT Fan-out 0.10/0.25 s-30 Agua Aqua
LC 50 ym LOMMF 2 mm Jacketed 0.10/0.25 <-30 Agua Agqua
LC 50 ym LOMMF 3 mm Jacketed 0.10/0.25 <-30 Aqua Agua
ST 50 ym LOMMF 00 pm 0.10/0.25 £-30 Aqua Agua
ST 50 um LOMMF BT Fan-out 0.10/0.25 <£-30 Agua Agua
ST 50 um LOMMF 2 mm Jacketed 0.10/0.25 £-30 Agua Agua
ST 50 ym LOMMF 3 mm Jacketed 0.10/0.25 -30 Agqua Aqua

Family Spec Sheet 0269_NAFTA_AEN
Page 2 | Revision date 2015-10-06

CORNING



FuseLite® Single-Fiber Splice-On

Connectors CORNING

Specifications | (continued)

Single-rﬁo

Insertion Loss

" Typicall Reflectance . Housing Color

Connector PR SERE ) _ . . :
Type “Polish - Gable Construction  Maximum (dBj=. - *(dB) . Code - - .BootColor -
sC UPC 900 pm 015030 | <-55 |  Blue White
sSC APC 900 pm 0.15/0.30 £-65 Green Green
sSC UFPC BT Fan-out 0.15/0.30 5-85 Blue White
SC APC BT Fan-out 0.15/0.30 <-85 Green Green
sSC UPC 2 mm Jacketed 0.15/0.30 <-55 Blue White
sSC APC 2 mm Jacketed 0.15/0.30 £-65 Green Green
SC UPC 3 mm Jacketed 0.15/0.30 <£-55 Blue White
SC APC 3 mm Jacketed 0.15/0.30 <-65 Green Green
LC UPC 800 um 0.15/0.30 < -55 Blue White
LC APC 900 um 0.15/0.30 <-65 Green Green
LC upC BT Fan-out 0.15/0.30 <-55 Blue White
LC APC BT Fan-out 0.15/0.30 <-65 Green Green
LC UPC 2 mm Jacketed 0.15/0.3¢ <-55 Blue White
LC APC 2 mm Jacketed 0.15/0.30 £-65 Green Green
LC UPC 3 mm Jacketed 0.15/0.30 <£-55 Blue White
LC APC 3 mm Jacketed 0.15/0.30 <-65 Green Green
ST uprC 900 pm 0.15/0.30 <-55 Blue White
ST UPC BT Fan-out 0.15/0.30 = -55 Blue White
ST UrC 2 mm Jacketed 0.15/0.30 .55 Blue White
ST uprC 3 mm Jacketed 0.15/0.30 £-55 Blue White
FC UpPC 900 pm 0.15/0.30 5-55 N/A Biue
FC APC 200 um 0.15/0.30 <-65 N/A Green
FC UrPC BT Fan-out 0.15/0.30 £.-55 N/A Blue
FC APC BT Fan-out 0.15/0.30 -85 N/A Green
FC UprC 2 mm Jacketed 0.15/0.30 £-55 N/A Blue
FC APC 2 mm Jacketed 0.15/0.30 £-65 N/A Green
FC UprC 3 mm Jacketed 0.15/0.30 <-65 ‘ N/A Blue
FC APC 3 mm Jacketed 0.15/0.30 £-65 N/A Green

Family Spec Sheet 0268 NAFTA_AEN
Page 3 | Revision date 2015-10-06



FuseL.ite® Single-Fiber Splice-On
Connectors

Ordering Information |

g :Pa Br

SC Connectors - Single

Description

-Pack Packaging

CORNING

S0C-5C-200-OM1

FuseLite® Connector, SC, 800 pm, OM1, beige

S0C-8C-800-OM4

Fuselite Connector, $C, 900 pm, OM2/3/4, aqua

S0OC-3CU-B00-5M

FuseLite Connector, 8C, UPC, 800 um, single-mode, 082, blue

S0C-SCA-800-SM

FuseLite Connector, SC, APC, 800 pm, single-made, OS2, green

SOC-5C-FAN-OM1

Fuselite Connector, SC, fan-out, OM1, beige

S0OC-5C-FAN-OM4

FuseLite Connector, SC, fan-out, OM2/3/4, aqua

SOC-SCU-FAN-SM

Fuselite Connector, SC, UPC, fan-out, single-mbde, OS2, blue

SOC-SCA-FAN-SM

FuselLite Connector, SC, APC, fan-out, single-mode, OS2, green

SOC-SC-2MM-OM1

Fuselite Connector, SC, 2 mm, OM1, beige

SOC-SC-2MM-OM4

FuseLite Connector, SC, 2mm, OM2/3/4, agua

SOC-SCU-ZMM-5M

FuseLite Connector, SC, UPC, 2 mm, single-mode, 082, blue

SOC-SCA-ZMM-3M

FuseLite Connector, SC, APC, 2 mm, single-mode, OS2, green

S0C-5C-3MM-OM1

FuseLite Connector, SC, 3 mm, OM1, beige

S0OC-SC-3MM-OM4

FuseLite Connector, SC, 3 mm, OM2/3/4, aqua

SOC-SCU-3MM-SM

FuseLite Connecter, SC, UPC, 3 mm, single-mode, OS2, blue

S0C-SCA-3MM-SM

FuseLite Connector, SC, APC, 3 mm, single-mode, OS2, green

SC Connectors - Bulk Pack Packaging - 4 Connector Packs

S0C-8C-900-0OM1-P4

FuseLite® Connector, SC, 800 um, OM1, beige, 4-pack

S0C-5C-800-OM4-P4

FuseLite Connector, SC, 8500 um, OM2/3/4, agqua, 4-pack

SCC-8CU-800-3M-P4

FuselLite Connector, SC, UPC, 800 um, single-mode, 082, blue , 4-pack

SOC-SCA-800-SM-P4

FuseLite Connector, SC, APC, 900 um, single-mode, 082, green, 4-pack

SOC-SC-FAN-OM1-P4

FuselLite Connector, SC, fan-out, OM1, beige, 4-pack

SOC-SC-FAN-OM4-P4

Fuselite Connector, SC, fan-out, OM2/3/4, agua, 4-pack

SOC-SCU-FAN-SM-P4

FuseLite Connector, SC, UPC, fan-out, single-mode, OS2, blue, 4-pack

SOC-SCA-FAN-SM-P4

Fuselite Connector, SC, APC, fan-out, single-mode, OS2, green, 4-pack

SOC-5C-2MM-OM1-P4

FuseLite Connector, SC, 2 mm, OM1, beige, 4-pack

S0C-5C-2MM-OM4-P4

FuseLite Connector, SC, 2mm, OM2/3/4, aqua, 4-pack

S0C-8CU-2MM-SM-P4

FuselLite Connector, SC, UPC, 2 mm, single-mode, OS2, blue, 4-pack

SOC-5CA-2MM-SM-P4

FuseLite Connector, 8C, APC, 2 mm, single-mode, OS2, green, 4-pack

SOC-SC-3MM-OM1-P4

FuseLite Connector, SC, 3 mm, OM1, beige, 4-pack

S0C-5C-3MM-OM4-P4

FuseLite Connector, SC, 3 mm, OM2/3/4, aqua, 4-pack

SOC-SCU-3MM-SM-P4

FuseLite Connector, SC, UPC, 3 mm, single-mode, 082, blue, 4-pack

SOC-SCA-3MM-5M-P4

Fuselite Connector, SC, APC, 3 mm, single-mode, 052, green, 4-pack

Family Spec Sheet 0269_NAFTA_AEN
Page 4 | Revision date 2015-10-06
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FuseLite® Single-Fiber Splice-On
Connectors

LC Connectors - Single-Pack Packaging

CORNING

S0OC-LC-800-OM1

Fuselite Connector, LC, 800 pm, OM1, heige

SOC-LC-800-OM4

Fuselite Connector, LC, 800 pm, OM2/3/4, aqua

S0C-LCU-900-SM

Fuselite Connector, LC, UPC, 8900 um, single-mode, OS2, blue

S0C-LCA-800-5M

FuseLite Connector, LC, APC, 800 pm, single-mode, 052, green

SOC-LC-FAN-OM1

Fuselite Connector, LC, fan_-out. OM1, beige

SOC-LC-FAN-OM4

Fusel.ite Connectfor, LC, fan-out, OM2/3/4, agua

SOC-LCU-FAN-SM

Fuselite Connector, LC, UPC, fan-out, single-mode, OS82, blue

SOC-LCA-FAN-SM

FuseLite Connector, L.C, APC, fan-out, single-mode, 052, green

S0C-LC-2MM-OM1

Fuselife Connecfor, LC, 2 mm, OM1, beige

S0C-LC-2MM-OM4

Fuselite Connector, LG, 2mm, OM2/3/4, aqua

SOC-LCU-2MM-5M

FuseLite Connector, LC, UPC, 2 mm, single-mode, 0S2, blue

SOC-LCA-2MM-SM

Fuselite Connector, LC, APC, 2 mm, single-mode, OS2, green

SOC-LC-3MM-OM1

FuseLite Cennector, LC, 3mm, OM1, heige

SOC-LC-3MM-OM4

Fuselite Connector, LC, 3 mm, OM2/3/4, aqua

SOC-LCU-3MM-SM

| FuseLite Connector, LC, UPC, 3 mm, single-mode, 082, blue

SOC-LCA-3MM-SM

Fuselite Connecter, LC, APC, 3 mm, single-mode, OS2, green

LC Connectors - Bulk Pack Packaging - 4 Connector Packs

SOC-LC-200-OM1-P4

Fuselite Connector, LC, 800 um, OM1, beige, 4-pack

SOC-LC-900-0M4-P4

FuseLite Connector, LC, 800 um, OM2/3/4, aqua, 4-pack

SOC-LCU-000-SM-P4

Fuselife Connector, LC, UPC, 900 pm, single-mode, 082, blue, 4-pack

SOC-LCA-900-SM-P4

Fuselite Connector, LC, APC, 900 um, single-mode, OS2, green, 4-pack

SOC-LC-FAN-OM1-P4

Fuselite Connector, LC, fan-out, OM1, beige, 4-pack

SOC-LC-FAN-CM4-P4

Fuselite Connector, LC, fan-out, OM2/3/4, aqua, 4-pack

SOC-LCU-FAN-SM-P4

FuseLite Connector, LC, UPC, fan-out, single-mode, 082, blue, 4-pack

SOC-LCA-FAN-SM-P4

FuseLite Connector, LC, APC, fan-out, single-mode, OS2, green, 4-pack

SOC-LC-2MM-OM1-P4

FuseLite Connector, LC, 2 mm, OM1, beige, 4-pack

SOC-LC-2MM-OM4-P4

FuseLite Connector, LC, 2mm, OM2/3/4, agua, 4-pack

SOC-LCU-2MM-SM-P4

FuseLite Connector, LC, UPC, 2 mm, single-mode, OS2, blue, 4-pack

SOC-LCA-2MM-SM-P4

Fuselite Connector, LC, APC, 2 mm, single-mode, OS2, green, 4-pack

SOC-LC-3MM-OM1-P4

FuseLite Connector, LC, 3mm, OM1, beige, 4-pack

SOC-LC-3MM-OM4-P4

FuseLite Connector, LC, 3 mm, OM2/3/4, aqua, 4-pack

SOC-LCU-3MM-SM-P4

Fuselite Connector, LC, UPC, 3 mm, single-mode, OS2, blue, 4-pack

SOC-LCA-3MM-SM-P4

FuselLite Connector, LC, APC, 3 mm, single-mode, OS2, green, 4-pack

Family Spec Sheet 0269_NAFTA_AEN
Page 5 | Revision date 2015-10-08
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FuseLite® Single-Fiber Splice-On

Connectors

Part Number

ST® Compatible Connectors - Single-Pack Packaging

CORNING

Description

S0C-8T-900-OM1

Fuselite® Connector, ST Compatible, 800 ym, OM1, beige

S0C-8T-800-OM4

Fuselite Connector, ST Compatible, 900 pum, OM2/3/4, aqua

S0C-ST-900-5M

FuseLite Connector, ST Compatible, UPC, 900 pm, single-mode, 052, blue

SOC-ST-FAN-OM1

Fuselite Connector, ST Compatible, fan-out, OM1, beige

SOC-5T-FAN-OM4

FuseLite Connector, ST Compatible, fan-out, OM2/3/4, agua

SOC-STU-FAN-5M

Fuselite Connector, ST Compatible, UPC, fan-cut, single-mode, 052, blue

SOC-5T-2MM-OM1

FuseLite Connector, 8T Compatible, 2mm, OM1, beige

S0C-5T-2MM-OM4

FuseLite Connector, ST Compatible, 2 mm, OM2/3/4, aqua

SOC-ST-2MM-SM

FuseLite Connector, ST Compatible, UPC, 2 mmy, single-mode, OS82, blue

SOC-ST-3MM-OM1

FuseLite Connector, ST Compatible, 3 mm, OM1, beige

SOC-ST-3MM-OM4

FuseLite Connector, ST Compatible, 3 mm, OM2/3/4, aqua

SOC-ST-3MM-SM

FuseLite Connector, ST Compatible, UPC, 3 mm, single-mode, OS2, blue

ST® Compatible Connectors - Bulk

Pack Packaging - 4 Connector Packs

SOC-ST-000-OM1-P4

Fuselite® Connector, ST Compatible, 900 pm, OM1, beige, 4-pack

S0C-5T-900-OM4-P4

FuseLite Connector, ST Compatible, 800 pm, OM2/3/4, agua, 4-pack

SOC-8T-900-SW-P4

FuseLite Connector, ST Compatible, UPC, 900 um, single-mode, 082, blue, 4-pack

S0C-ST-FAN-OM1-P4

FuseLite Connector, ST Compatible, fan-out, OM1, beige, 4-pack

SOC-ST-FAN-OM4-P4

FuseLite Connector, ST Compatible, fan-out, OM2/3/4, agua, 4-pack

SOC-STU-FAN-SM-P4

Fuselite Connector, ST Compatible, UPC, fan-out, single-mode, 052, blue, 4-pack

SOC-ST-2MM-OM1-P4

FuseLite Connector, ST Compatible, 2mm, OM1, beige, 4-pack

SOC-ST-2MM-OM4-P4

FuseLite Connector, ST Compatible, 2 mm, OM2/3/4, agua, 4-pack

S50C-ST-2MM-SM-P4

Fuselite Connector, ST Compatible, UPC, 2 mm, single-mode, OS2, blue, 4-pack

SOC-ST-3MM-OM1-P4

FuseLite Connector, ST Compatible, 3 mm, OM1, beige, 4-pack

SOC-ST-3MM-OM4-P4

FuseLite Connector, ST Compatible, 3 mm, OM2/3/4, aqua, 4-pack

SOC-ST-3MM-SM-P4

FuselLite Connector, ST Compatible, UPC, 3 mm, single-mode, OS2, blue, 4-pack

Family Spec Sheet 0269_NAFTA_AEN
Page 6 | Revisicn date 2015-10-06
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FuseLite® Single-Fiber Splice-On

Connectors

CORNING

Ordering Information | (continued)

C Connectors - Singleck akaging

Description T

SOC-FCU-800-8M

Fuselite Connector, FC, UPC, 900 pm, single-mode, OS2, hlue

SOC-FCA-900-SM

FuseLite Connector, FC, APC, 800 pm, single-mode, OS2, green

SOC-FCU-FAN-SM

FuseLite Connector, FC, UPC, fan-out, single-mode, OS2, blue

SOC-FCA-FAN-SM

FuseLite Connector, FC, APC, fan-out, single-mode, OS2, green

SOC-FCU-2MM-SM

FuselLite Connector, FC, UPC, 2 mm, single-mode, 082, blue

SOC-FCA2MM-SM

Fuselite Connector, FC, APC, 2 mm, single-mode, OS2, green

S0OC-FCU-3MM-SM

FuselLite Connector, FC, UPC, 3 mm, single-mode, OS2, blue

SOC-FCA-3MM-SM

FuseLite Connector, FC, APC, 3 mm, single-mode, 052, green

FC Connectors - Bulk Pack Packaging - 4 Connector Packs

S0C-FCU-800-SM-P4

FuselLite Connector, FC, UPC, 900 um, single-mode, 082, blue, 4 pack

SOC-FCA-900-5M-P4

Fuselite Connector, FC, APC, 800 pm, single-mode, OS2, green, 4 pack

SOC-FCU-FAN-SM-P4

FuseLite Conhector, FC, UPC, fan-out, single-mode, OS2, blue, 4 pack

SOC-FCA-FAN-SM-P4

Fuselite Connector, FC, APC, fan-out, single-mode, OS2, green, 4 pack

SOC-FCU-2MM-SM-P4

FuseLite Connector, FC, UPC, 2 mm, single-mode, OS2, blue, 4 pack

SOGC-FCA-2MM-SM-P4

FuseLite Connector, FC, APC, 2 mm, single-mode, OS2, green, 4 pack

SOC-FCU-3MM-SM-P4

FuseLite Connecior, FC, UPC, 3 mm, si'ngle-mode, 082, blue, 4 pack

SOC-FCA-3MM-SM-P4

FuselLite Connector, FC, APC, 3 mm, single-mode, OS2, green, 4 pack

Tool Kits and Accessories

SOC-HLD-CON-8-A

FuselLite Connectar Holder, single-fiber, Sumitomo or AFL splicers

SOC-HLD-FAN-S-A

FuselL.ite Fiber Holder, fan-out tubing, Sumitomo or AFL fusion splicers

SOC-HLD-JKT-S-A

FuseLite Fiber Holder, 2 or 3 mm cable, Sumitomo or AFL fusion splicers

SOC-HLD-CON-F

FuseLite Connector Holder, single-fiber, Fitel splicers

SOC-HLD-JKT-F

FuseLite Fiber holder, 2 or 3mm cable, Fitel fusion splicers

SOC-DUPCLP-SC

Duplex Clip for Fuselite SC Connectors, pack of 10

SOC-DUPCLP-LC

Duplex Clip for FuseLite LC Connectors, pack of 10

SOC-TOOL-ST

FuseLite ST Compatible Connector Installation Tool

SOC-TOOL-JCKT

Jacket Removal Tool for Jacketed Single-fiber Cables
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FuseLite® Single-Fiber Splice-On

Connectors

Ordering Information | (continued)

CORNING

Splicer Compatibility

Compatible Splicers

Connector Holder Required

Fiber Holder Required

Sumitemo Electric Splicers (T-Q101-CA, T-66,
T-39FH, T-46, T-25eS, T-25eM, T-258, T-25U
{QMS-02), T-25M, T-65 and newer)

S0C-HLD-CON-S-A

SOC-HLD-FAN-S-A
SOC-HLD-JKT-S-A

AFL Splicers (FSM11R, FSM11S8, FSM17R,
FSM183, FSM18R, FSM50R, FSMBOR,
FSME0S and newer)

SOC-HLD-CON-5-A

SOC-HLD-FAN-5-A
SOC-HLD-JKT-8-A

FITEL Splices

S0C-HLD-CON-F

SOC-HLD-JKT-F
(2 mm and 3 mm)
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Product Specitications COMMSCSPE

760147454 |  RFESICASEMT- BK/AU PINL

Ready™ 4U Internal Sliding Shelf, black

Dlmenslons

Depth _ 355.60 mm | 14.00in
Height 177.80 mm | 7.00in
Width 482.60 mm | 19.00in

General Specifications

Brand Uniprise®

Product Type Adapter panel shelf

Rack Units 4

Shelf Movement Sliding, intermnal

Application Accepts Splice Wallet with splice trays | Accepts twelve PNL-type adapter panels or
ReadyPATCH® modules

Color Black

Regulatory Compliance/ Cerhﬁcuhons

Agency C[assmcatlon
RoHS 2011/65/EU Compliant
IS0 9001:2008 Designed, manufactured and/or distributed under this quality management system
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