
 

 

 

 
 
 
 
 
 

 
PIMA COUNTY PROCUREMENT 

130 W. CONGRESS ST., 3rd FLOOR 
TUCSON, ARIZONA  85701-1317 

TELEPHONE (520) 724-8161, FAX (520) 222-1484 
 

  
 

 October 20, 2015 
       
 

IFB #194184  Five (5) New Water Trucks 
 

Addendum #1  
 

 
Please be aware of the following changes to the above referenced IFB. 

 
 
 

1. REPLACE: ATTACHMENT B – SPECIFICATION CHECK-LIST, Pages 17-19, from the original bid 
package with the following REVISED ATTACHMENT B – SPECIFICATION CHECK-LIST, Pages 17-19. 

 
 

2. REPLACE: ATTACHMENT D – PRICING PAGE, Page 21, from the original bid package with the 
following REVISED ATTACHMENT D – PRICING PAGE, Page 21. 

 
 

3. REPLACE: EXHIBIT 1 – REFERENCE PICTURES, Pages 1-3, from the original bid package with the 
REVISED EXHIBIT 1 – REFERENCE PICTURES located under Addendum 1 as a separate document. 

 

Vendor shall use/insert the REVISED pages in their bid response or bid response may be deemed non-

responsive. Please refer to your original bid document for the remaining pages of the Offer Agreement. 
Pages 1-21 must be returned as your response. Revised Exhibit 1 - Reference Pictures do not need to be 

returned with response. 
 
 
 
All other specifications, terms and conditions remain the same. 
 
 
 
Nancy Page 
Commodity Contracts Officer 
 
 
 
 
 
 
 
 
 
 



 

 

Solicitation #194184        Title: Five (5) New Water Trucks    REVISED 
 

ATTACHMENT B – SPECIFICATION CHECK-LIST 
 

Five (5) New Water Trucks 
 

BIDDERS SHALL FILL IN THE FOLLOWING:  YES NO 

 
AUTOMATIC SEPARATE AUDIBLE (ABOVE AMBIENT LEVELS)  
WARNING   ALARMS FOR LOW ENGINE OIL PRESSURE, ENGINE 
SYSTEM:  OVER TEMPERATURE, LOW AIR PRESSURE.  
   SHUTDOWN SYSTEM SHALL BE ACTIVATED TO  
   SENSE THE SLIGHTEST VARIATION OF THESE  
   THREE SYSTEMS, IF FAILING, AND AUTOMATTICALLY 
   SHUT THE ENGINE DOWN TO PREVENT ENGINE DAMAGE.  

VENDOR TO STATE WHICH SYSTEMS WILL BE  
MONITORED BY THE AUTO SHUT/DOWN SYSTEM.                                    

 
State systems that will be monitored: ____________________ 

 
FENDERS: FENDERS MADE WITH WATER TANK BODY FEDERAL LEGAL  
 MUDFLAPS TO COVER REAR WHEELS, ANTI-SAIL TYPE. 
 TWO (2) BEHIND FRONT TIRES.                 
RADIO NOISE 
SUPPRESSION: UNIT WILL BE EQUIPPED WITH AM AND MOBILE RADIO 

NOISE SUPPRESSION PACKAGE. ELECTRIC AND 
ELECTRONIC COMPONENTS OF THE UNIT SHALL NOT  
INTERFERE WITH SIGNALS RECEIVED OR TRANSMITTED 
BY THE MOBILE RADIO SYSTEM, NOR SHALL THE ELECTRIC 
AND ELECTRONIC COMPONENTS OF THE UNIT BE  
AFFECTED BY THE OPERATION OF THE MOBILE  
TRANSMITTER OR RECEIVER.                 ___        ___         

 
BACK-UP ALARM: ELECTRIC BACKUP ALARM, 97dB MINIMUM.  
 WEATHERPROOF AND STEAM-CLEANABLE.   ___ ___  
                      
COLOR: CAB, BODY AND WHEELS - STANDARD WHITE 

FRAME - STANDARD BLACK                                      
SAFETY 
EQUIPMENT: FIRE EXTINGUISHER (5 LB ALL PURPOSE) MOUNTED 
 IN CAB, WITHIN EASY REACH OF THE OPERATOR,  

SAFETY TRIANGLE KIT IN CAB, ALL LADDERS, STEPS  
AND WALKING AREAS SHALL BE NON-SLIP TYPE.                                       

 
BODY:                            WATER TANK (MATERIAL SHELL, ENDS, BAFFLES AND 
                                       BELLY PLATE) SHALL BE CONSTRUCTED OF A MINIMUM  
                                       OF 7-GAUGE STAINLESS STEEL FRONT AND CENTER 
                                       WATER TANK MOUNTS SHALL BE SPRING MOUNTED AND 
                                       THE REAR TANK MOUNT SHALL BE SOLID MOUNTED 
 TO PREVENT CRACKING OR BREAKAGE IN THE TANK. 
                                       TANK WILL BE 4,000 GAL. APPROX. 96” W x 62”H x 180”L  
 SHAPE MODIFIED ELLIPSE MOUNTED TO PROVIDE LOWEST 
 CENTER OF GRAVITY. TANK ENDS WELDED 360 DEGREES  
 ON BOTH SIDES, BAFFLES (2) EVENLY SPACED WITH A 20”  
 CRAWL HOLE, WELDED 360 DEGREES ON BOTH SIDES. TOP 
 OF TANK WITH A 24” DIA. (MINIMUM) MANHOLE FOR FILLING,  
 INSPECTIONS, AND MAINTENANCE APPROXIMATELY 4” HIGH  
 WITH HINGED COVER AND NON-SKID RIGHT SIDE OF FRAME  
 TO HAVE SIGN RACKS TO FIT 3 SIGNS AT SIGN BRACKET  
 SPACING FROM 19-24 INCHES (PICTURE #1) LADDER, HAND  
 HOLDS, NON-SKID STEPS TO LADDER (PICTURE #2) FOR  
 STEPS AND HAND HOLD AND WALKWAY FOR ACCESS 
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Solicitation #194184        Title: Five (5) New Water Trucks    REVISED 
 

ATTACHMENT B – SPECIFICATION CHECK-LIST 
 

Five (5) New Water Trucks 
 

BIDDERS SHALL FILL IN THE FOLLOWING:  YES NO 

 
BODY: CONTINUED        MOUNTED ON REAR OF TANK. A TOOL BOX (PICTURE #3) 
 BUILT BETWEEN FRAME IN THE REAR OF TRUCK TO BE  
 FRAME WIDTH AND DEPTH AND APPROX. 24” LONG,  
 BOTTOM AND FRONT SIDE MADE WITH STRETCH METAL  
 MINIMUM 1/8” THICK STEEL, ALONG WITH A LOCKABLE  
 HINGED LID. WATER TANK SHALL BE MOUNTED WITH THREE 
 (3) MOUNTS PER SIDE WITH VULCANISED WEAR SPACER OR  
 EQUIVALENT MOUNTED BACK FLOW DEVICE AND LOCK  
 PINS (PICTURE #2) TWO (2) WORK LIGHTS ON THE REAR  
 OF THE TANK (PICTURE #5), CONTROLS INSIDE CAB.          ___            ___ 
 
    DRAIN:                    DRAIN AND SUMP WITH ANTI-SWIRL BAFFLE DRAIN 
                                      4” NPT WITH WELDED FLANGE                                                    ___           ___    
 
POWER TAKE OFF:   AIR OPERATED HOT SHIFT WITH ADJUSTABLE OVERSPEED 
                                       CONTROL AND CAB MOUNTED PTO ON INDICATER LIGHT.   ___           ___    
 
FILL SYSTEM:          FILL PIPE SHALL BE PERMANENTLY PLUMBED INTO THE  
 REAR OF TANK WITH A ONE WAY VALVE. A  PLATFORM 
 (PICTURE #4) AND ROUGH PLUMBING FOR CITY OF TUCSON  
 WATER METER (MOUNTING AND INSTALLATION WILL BE  
 PERFORMED BY PIMA COUNTY AT A LATER DATE) PUMP  
 INTAKE PLUMBED TO HAVE POND FILL PICK-UP. SIGHT GAUGE  
 SHALL BE PLACED IN THE FRONT AND REAR OF TANK AT  
 THE FILL PIPE TO ALLOW OPERATOR TO OBSERVE TANK  
                                       LEVEL, (SEE LAST PICTURE ON REVISED EXHIBIT 1) WITH  
 SHUTOFF VALVES AT EACH END, REAR MOUNTED ON THE 
 TANK OVER FLOW PIPE WITH A MANUAL VALVE TO  
 INDICATE WHEN LEGAL WEIGHT LIMIT IS REACHED WHEN  
 TANK IS FILLED WITH WATER WEIGHTING 8.3 POUNDS  
 PER GALLON.                                    ___        ___                                                                                                                           
 
HYDRAULIC PUMP: HEAVY DUTY, CAST IRON REBUILDABLE, INTEGRAL PUMP 
 AND CONTROL VALVE. APPROXIMATELY 27 GPM AND   
 2,000 PSI CAPACITY. HOT SHIFT CONTROL, PRESSURE 
 LUBRICATED.          ___           ___                          
   
SPRAY SYSTEM:          PTO DRIVEN HYDRAULIC PUMP TO TURN HYDRAULIC  
                                       MOTOR ON WATER PUMP WITH SUFFICIENT HYDRAULIC 
                                       COOLER. CAST IRON AND REBUILDABLE WATER PUMP  
                                       EQUIVALENT TO A BERKLEY/PENTAIR MODEL B4ZRKS 
   (PREFERRED) TO DELIVER 600 GPM TO SPRAY HEADS. 
   PUMP MOUNTING BRACKET PLATFORM NEEDS TO HAVE A  
   MINIMUM OF 12 INCH GROUND CLEARANCE. (PICTURE #6),   
   RIGHT HAND SIDE MOUNTED FLUSHER. RIGHT HAND CENTER  
   MOUNTED SPRAY HEAD WITH SEPARATE AIR OPERATED  
                                       VALVE. FIVE (5) 3” SPRAY HEADS WITH 360 DEGREE SWIVEL 
                                       LOCATED AS FOLLOWS: 
 
                                       (2) SPRAY HEADS LOCATED AT THE REAR CORNERS OF 
   TANK, (2) SPRAY HEADS LOCATED IN FRONT CORNER OF 
   TRUCK TOP OF BUMPER (1) SPRAY HEAD LOCATED TOWARD  
   BOTTOM, FRONT OF TANK RIDE SIDE AIR OPERATED WITH 
   INDIVIDUAL CONTROLS TO ACTUATE EACH OF THE FIVE (5) 
   SPRAY HEADS. 
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Solicitation #194184        Title: Five (5) New Water Trucks    REVISED 
 

ATTACHMENT B – SPECIFICATION CHECK-LIST 
 

Five (5) New Water Trucks 
 

BIDDERS SHALL FILL IN THE FOLLOWING:  YES NO 

 
SPRAY SYSTEM: A 2” JET VALVE MOUNTED AT THE FRONT MANIFOLD 
(CONTINUED)  SCHEDUILE 40 BLACK PIPE USED EXCLUSIVELY ON 
   PLUMBING SYSTEM. SOFT COUPLER INSTALLED WHERE 
   TRUCK PLUMBING MEETS THE TANK TO PREVENT WELDED  
   PIPES FROM CRACKING. GRAVITY BAR WITH DETACHABLE 
   END CAPS FOR CLEANING PURPOSES AND AIR OPERATED 
   VALVE AND MANUAL OVER RIDE VALVE. NON-PRESSURIZED 
   GRAVITY FLOW HOSE FITTING TO BE PLUMBED INTO PIPING 

AT REAR.                                         
 
LIGHTS:  LIGHTS AND REFLECTOR SHALL MEET DOT REQUIREMENTS.  
   ALL LIGHTS SHALL BE SEAL BEAM HEAGLIGHTS AND ALL  
   OTHER LIGHTS TO BE LED OR EQUIVALENT AND TWO (2)  
   FEDERAL SIGNAL QUADAFLARE MODEL #QL-64-XFA  
   (PICTURE #5) WARNING LIGHTS MOUNTED IN THE REAR OF  
   TRUCK. TAILLIGHT AND BRAKE LIGHTS SHALL BE BUILT INTO 
   THE BODY TO KEEP CLEAN FROM DEBRIS. REAR MOUNTED 
   WORK LIGHTS TWO (2) AT REAR OF TANK WITH SWITCHES  
   IN CAB (PICTURE). 
                                            
 
PAINT:  ALL MILL SCALE SHALL BE REMOVED PRIOR  

TO PRIMER COAT AND TWO COATS, MINIMUM, OF 
PURE WHITE URETHANE APPLIED OR EQUIVALENT.                             
                      

TRAILER PACKAGE: HOLLAND PH-200 OR EQUAL. RIGID TYPE PINTLE 
   HOOK WITH AIR-OPERATED PLUNGER, 18,000 
   LBS. MAXIMUM VERTICAL LOAD, 80,000 LBS. PINTLE  
   HOOK MEASURES FROM THE GROUND TO THE INSIDE  
   BOTTOM OF THE HITCH IS 22-23 INCHES HIGH. G.C.W.  
   (120,000 LB TENSILE) ELECTRICAL TRAILER 
   BRAKE AND LIGHT HOOK UP. THERE SHALL ALSO BE 
                                AIR BRAKE LINES, VALVES, AND GLAD-HANDS CONNECTIONS 
   TO THE REAR OF THE TRUCK FOR PULLING AIR BRAKE 
   TRAILERS AND HEAVY DUTY  D RINGS FOR SAFETY CHAINS. 
                                                                                                                 
WEIGHT 
DISTRIBUTION: VENDER TO SUPPLY WITH BID, CHART  

DETAILING WEIGHT ON AXLES WITH FULL  
LOAD TO INCLUDE NET LEGAL PAYLOAD  

   CAPACITY.                                                                                                             
 

WEIGHT  
CERTIFICATE: AT TIME OF DELIVERY TO PIMA COUNTY VENDORS 
 SHALL FURNISH WEIGHT CERTIFICATE FROM STATE 
 OF ARIZONA LICENSED PUBLIC WEIGHMASTER SHOWING  
   THE WEIGHT OF TRUCK FULLY BUILT.                                                                     

 
 

 
 
INSPECTION: AFTER TRUCK IS BUILT, VENDOR SHALL HAVE TRUCK INSPECTED BY STATE OF ARIZONA 
MOTOR VEHICLE DIVISION. INSPECTION SLIP SHALL BE DELIVERED AT THE TIME OF THE TRUCK DELIVERY. 
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Solicitation #194184        Title: Five (5) New Water Trucks    REVISED 
 

 
ATTACHMENT D - PRICING PAGE  

 
All information must be filled out in order for the response to be evaluated. Do not include sales tax in any prices.  Unit price 

offered shall include all incidental and associated costs (excluding sales tax) required to comply with and satisfy all requirements 
referred to or included in this solicitation.  

 
       
ITEM    QTY. DESCRIPTION UNIT PRICE   EXTENDED PRICE 
 
1. 5 ea New Water Trucks, per specifications as 
   described herein. $______________  $___________________ 
  
 
                               TOTAL:  $___________________ 
 
 
List the Brand/Model you are bidding: ________________________________________ Year: __________ 
 
 
State the estimated delivery time if you receive the above order?_____________Days/Weeks ARO    (circle one) 
 
 
Pima County would like to receive these Water trucks prior to fiscal year end – June 30, 2016. Based on the estimated 
delivery time you stated above do you anticipate Pima County being able to receive these Water Trucks prior to June 30, 
2016?  Yes_________  No___________ Explain: ________________________________________________________ 
 
________________________________________________________________________________________________ 
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